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Summary  

The Material and Digital Traceability for the Certification of critical raw materials 

(MaDiTraCe) project was formally launched in Paris in January 2023. Th e aim of this 42-

month European Union  project was to reinforce the transparency, traceability, and 

sustainability of complex supply chains of critical raw materials (CRMs) including cobalt, 

lithium, natural graphite and rare earth elements. Deliverable 2.6 (D2.6) is part of Work 

Package 2 of the MaDiTraCe project . This Work Package focuses on developing material 

fingerprinting (MFP) and artificial fingerprinting (AFP) methods for the traceability of CRMs.  

The objectives of D2.6 were to produce  tailor -made 3D printed  tracer particles (TPs) for use 

with specific CRMs. As the effectiveness of  AFP with CRMs remains poorly understood,  

proof -of-concept laboratory and small-scale transportation tests were developed to  assess 

the behaviours of different TP s within CRMs, namely upstream mineral concentrates and 

chemical product s. Seven CRMs (host materials) from lithium, cobalt and natural graphite  

supply chains were obtained to test with TPs. A total of sixteen prototype 3D printed TPs 

made from different materials (polymers, metal alloys and mineral -polymer composites) 

were produced by the Geological Survey of Finland (GTK), 3D MicroPrint GmbH and 

Horizon Microtechnologies GmbH.  From these sixteen TPs, nine were produced in larger 

quantities for testing purposes. Commercially sourced  ValiMarkĎ TPs from TraceTag 

International Ltd  (ìTraceTagí) and Microtaggant® Identification Particles from Microtrace, 

LLC Ýì?sgª~®ª^gkíÞ were also tested as part of this study. A preliminary financial review of AFP 

technology was also conducted within the scope of this work . 

As standards and publicly available data for the evaluation of TPs within CRMs remain 

limited , this study developed several novel testing methodologies to evaluate TP behaviour 

within various CRMs and under various environmental conditions. Testing of TPs was 

conducted in two stages: 1) preliminary tests  with host materials , which evaluated various 

application, mixing and detection methods,  and 2) principal tests, which evaluated  TP 

minimum effective dosage (MED), various ageing  tests, and real -world or simulated 

transportation tests. As part of the pri ncipal  tests, Microtrace also conducted a n in-house 

laboratory -scale evaluation using their Molecular Ď Taggant System to define the taggant 

abundance thresholds capable of identifying whether a host material has been diluted with 

non-tagged material.  

Dry mixing using a riffle splitter produced the most effective, evenly distributed mixtures of 

TPs and commodities. Tests revealed differences between the TPs detectability and how 

they were held within the host materials , with TP abundance and distribution var ying 

considerably based on TP type, host materials and application methods.  Digital microscopy 

revealed that TP size significantly influenced detectability and surface adsorption onto host 

material particles: smaller TPs readily adhered to host material particles and were more 

detectable, whereas larger TPs occupied interstitial voids and were less detectable.  

Excitation light provided superior detectability for both 3D printed and commercial 

fluorescent TPs, under naked eye and high magnificat ion. TPs that dispersed easily and 

could be identified as a result of their optical properties using high magnification were the 

most suitable. The MED varied, depending mainly on the TP size, and a selection of the 

smallest TPs were detectable at the lowest tested dosage of 0.1 ppm (0.00001%). 

Additionally,  ?sgª~®ª^gkí« s|-house evaluation of their Molecular Ď Taggant System 

demonstrated that  host-material -specific analytical thresholds could be developed to 

support the detection of  CRM dilution or adulteratio n. Polymer 3D printed and 
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commercially sourced TPs did not segregate from host materials, but metal -based 3D 

printed TPs did. Furthermore, TPs made from metal alloys were found to react with air and 

commodities containing sulphur, resulting in their degradation.   

Overall , from the 3D printed TPs, polymer -based TPs were functionally superior and did  not  

react with host materi als. Commercially sourced TPs from TraceTag  and Microtrace were 

also robust and did not behave negatively. A preliminary cost evaluation has determined 

that the economic feasibility of AFP using 3D printed TPs depends significantly on the value 

of the CRM to be traced.  Scaling of AFP technology will require optimisation of production 

workflows to mitigate high labour costs, alongside tailoring TP properties according to the  

bulk physi cochemical properties of CRMs. Additionally, implementation of AFP technology 

will require appropriate design of the application, blending and detection infrastructure so 

that TPs can be applied to CRMs successfully and without hindrance  to standard operations. 

Further testing and refinement of 3D printed TP properties and production processes, 

particularly  at higher technology readiness levels, is required before this technology can be 

utilised for the global traceability of CRMs  or other mineral and metal raw materials.  
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WHO World Health Organization  

Symbols  

Symbol Description  

cm Centimetre  
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µg Microgram  

Ȑ{ Micrometre (also known as micron)  
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ȱ Less than or equal to  

±  Plus or minus 

~ Approximately  

® Registered trademark  
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Definitions  

Adulteration  

"z«~ y|~µ| ^« ì«^z®s|qíÏ ^i¯z®kª^®s~| s« ®rk µszp¯z ^|i §ªk{kis®^®ki ®^{§kªs|q ~p ^zzÏ ~ª ^| 

amount of a material or product, by adding material of a higher or lower standard, quality, 

~ª ´^z¯kÏ µs®r~¯® ®rk ~®rkª §^ª®·í« y|~µzkiqk ~ª g~|«k|®Î 

Ageing  

The permanent degradation of  ̂  {^®kªs^zí« §r·«sg^zÏ {kgr^|sg^z ~ª grk{sg^z §ª~§kª®sk« ®r^® 

occurs through time.  

Agglomerate  

A cluster of particles that are held together by chemical or physical phenomena which is not 

naturally occurring.  

Artificial Ageing  

Prk gr^|qk ~p ^ {^®kªs^zí« §r·«sg^z ~ª grk{sg^z §ª~§kª®sk« ~´kª ®s{k i¯k ®~ k¶§~«¯ªk ®~ ^| 

artificially created environment where certain parameters such as temperature or humidity 

are set or controlled (e.g. , within a climate chamber).  

Blockchain  

Digital technology that allows for data to be validated and subsequently stored as an 

s{{¯®^fzk ìfz~gyí ~| ^ g~zzkg®s´kz· ~µ|ki ^|i ikgk|®ª^zs«ki i^®^f^«kÏ with each block 

being validated based on previous blocks, making it very difficult to alter. Blocks are 

validated either by an algorithm or a third party in the field.  

Care and Maintenance  

A mining industry term to describe a mine that has ceased production but is being 

maintained in a functional state to allow for a potential restart in the future.  

Chain of Custody  

The custodial sequence that occurs as ownership or control (physical or administrative) of 

the material supply is transferred from one custodian to another in the supply chain.  

Critical Raw Materials  

Raw materials that are considered essential in the modern -day economy, and often clean 

technologies, with however a relatively high supply risk.  

Dynamic Separation  

The phenomenon of forming a liquid slurry (water and fine solids) above the solid material, 

ªk«¯z®s|q s| ^ pªkk «¯ªp^gk kppkg® µrsgr {^· «sq|spsg^|®z· ^ppkg® ®rk «rs§í« «®^fszs®·Î 

Fluorescence  

Materials emitting optical radiation for the duration of light energy incident on it.  
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Gramineae  

A large and nearly ubiquitous family of monocotyledonous flowering plants commonly 

known as grasses. It includes the cereal grasses, bamboos and the grasses of natural 

grassland and species cultivated in lawns and pasture.  

Host Materials  

The materials in which tracer particles  were tested . 

Liquefaction  

A phenomenon where cohesionless and saturated or partially saturated  soil or soil -like 

material (e.g. , tailings, ores and concentrates)  behaves like a liquid  under  cyclic load . Wave 

action , currents, wind  and vibrations pª~{ ^ ´k««kzí« k|qs|k g^| g^¯«k zs©¯kp^g®s~| ®~ ~gg¯ªÎ 

Micro Laser Sintering  

Also known as µ-LPBF (Micro Laser Powder Bed Fusion), a powder -bed  additive 

manufacturing technology  which is used to create small and intricate metal parts/objects.  

Microclimate  

A distinctive climate of a localised area where atmospheric conditions differ from the 

«¯ªª~¯|is|q ^ªk^í« gzs{^®kÎ These areas can be created or  influenced by natural variations 

in terrain and flora, as well as by man-made infrastructure.  

Minimum Effective Dose  

The smallest amount of a substance or input that will produce the desired outcome . 

Natural Ageing  

Prk gr^|qk ~p ^ {^®kªs^zí« §r·«sg^z ~ª grk{sg^z §ª~§kª®sk« ~´kª ®s{k i¯k ®~ k¶§~«¯ªk ®~ ^n 

ambient environment.  

Natural State  

The as-received physical and chemical state of a raw material as delivered to the testing 

facility. The material has not undergone any subsequent sample preparation  or 

environmental conditioning  prior to testing.  

1.4542  

Also known as 17-4PH® or AISI 630, 1.4542 is a martensitic precipitation -hardening 

chromium -nickel -copper alloyed stainless steel which is ferromagnetic.  

Particle  

A small, localized grain or fragment, which can be ascribed several physical or chemical 

properties, such as volume, density, or mass.  

Penalty Elements  

Penalty elements may change the physical properties of material and impede the proper 

operation of the smelting facility.  

 



D2.6 Artificial Fingerprinting for Mineral Traceability   

 

24 

Perspex®  

A premium brand of transparent thermoplastic made from poly(methyl methacrylate) 

(PMMA), manufactured by Perspex International Limited.  

Photooxidative Ageing  

Prk gr^|qk ~p ^ {^®kªs^zí« §r·«sg^z ~ª grk{sg^z §ª~§kª®sk« ~´kª ®s{k i¯k ®~ k¶§~«¯ªk ®~ 

sunlight in the presence of oxygen. Material may be exposed to  visible, infrared and 

ultraviolet light.  

Proof -of -concept  

A small-scale, preliminary test used to demonstrate that a specific idea, method, or 

technology is feasible in the real world. Its primary goal is to mitigate risk and answer one 

question before significant time or money is invested: "Can this actually be built and work?"  

Rare Earth Elements  

A group of elements including lanthanide elements (atomic numbers from 57 to 71), 

scandium, and yttrium. They are divided into two groups based on their atomic weights: 

Light REEs (LREEs) include cerium (Ce), lanthanum (La), praseodymium (Pr), neodymium 

(Nd), and samarium (Sm) while Heavy REEs (HREEs) include europium (Eu), gadolinium (Gd), 

terbium (Tb), dysprosium (Dy), holmium (Ho), erbium (Er), thulium (Tm), ytterbium (Yb), and 

lutetium (L u).  

Substitution  

The wilful and premeditated switching of all, or an amount of ore, mineral concentrate, 

refinery or smelter products, for material of a lower standard or quality, without the other 

§^ª®·í« y|~µzkiqk ~ª g~|«k|®Î 7® g~¯zi ^z«~ s|gz¯ik ®rk ¯«k ~p p^yk ~ª g~¯|®kªfeit materials 

or products. This is illegal and considered a fraudulent practice.  

Technology Readiness Level s 

Technology readiness levels (TRLs) serve as a standardised metric for evaluating how 

developed or "mature" a specific technology is. There are nine technology readiness  levels, 

starting from TRL 1, which is defined as basic principles of a technology have been observed 

and reported, to TRL  9, which is defined  as actual technology that has been qualified 

through successful mission operations.  

Technology Readiness Level 3  

This is the technology readiness level which refers to a project , or a stage of a project,  that 

is at a point where analytical and experimental tests are conducted to determine the 

®kgr|~z~q·í« gªs®sg^z p¯|g®s~| ~ª gr^ª^g®kªs«®sg §ª~~p-of-concept . 

Technology Readiness Level 4  

This is the technology readiness level which refers to a project, or a stage of a project, that 

is at a point where basic technology validation is carried out within a laboratory 

environment.  
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Traceability  

The ability to verify the history, location or application of a material or product at different 

stages of the value chain from the source to the market and up to the end -of-life, by 

documented recorded identification or other means.  

Traceability Systems  

Systems (digital or paper -based) that record and follow the trail as products and materials 

come from suppliers and are processed and ultimately distributed as end products.   

Tracer Particle  

Any chemical or physical marker added to materials to allow various forms of tracking, 

tracing and testing. Also referred to as a taggant  or artificial taggant particle.  

2.1293  

Also known as CuCr1Zr or C18150, 2.1293 is a thermally aged copper alloy.  

3D Printing  

Is the construction of a three -dimensional  object from a CAD model or a digital 3D model. 

It can be done in a variety of processes in which material is deposited, joined or solidified 

under computer control, with the material being added together, typically layer by layer. 

Also known as additive manufacturing.  
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1  Introduction  

1.1  MaDiTraCe  

The Material and Digital Traceability for the Certification of critical raw materials 

(MaDiTraCe) project  was formally launched in Paris in January 2023. This is a 42-month 

(previously 36 -month) European Union  project  funded through the Horizon Europe 

Programme  which brings together  fourteen partners from seven countries . The project aim 

is to reinforce the transparency, traceability, and sustainability of complex supply chains of 

critical raw materials (CRMs) including cobalt, lithium, natural graphite and rare earth 

elements. Notably, these supply chains are associated with batteries  and permanent 

magnets , which are both necessary components for the increased adoption of sustainable 

technologies such as electric vehicles and wind turbines . MaDiTraCe has a principal focus 

on the development of integrated material and technological solutions for the traceability 

and certification of CRMs.  Solutions were developed as part of various Work Packages (WP s) 

within the project,  and it is anticipated these solutions may  support the  traceability of CRMs 

to comply with existing regulations and emerging  European Union and international 

polic ies. 

Deliverable D2.6 is part of Work Package 2 (WP2) of the MaDiTraCe project.  WP2 aims to 

develop material fingerprinting (MFP)  and artificial fingerprinting  (AFP) technologies for 

independent control/audits of the CRM digital trail , to be included in ma terial passports  (i.e. 

Digital Product Passports  (DPPs)) which would support  compliance with developed 

certification schemes.  WP2 is divided  into five different tasks ( T2.1 to T2.5), and four 

deliverables  (D2.1 to D2.5)  have been published to date  (i.e. Arató et al., 2026, Desaulty, 

Alatalo, et al., 2026, Desaulty, Arató, et al., 2026 and Donnelly, et al., 2023 ) based on the 

results from these tasks. Of the five tasks, T2.3 specifically focuses on AFP and seeks to 

conduct  research to prove the concept of  new tracer particles (TPs), using 3D printing, for 

the AFP of CRMs in selected supply chains . This task is being implemented by Alfred H 

Knight (AHK) and the Geological Survey of Finland ( GTK). 

T2.3 comprises the following stages:  

1. A review of existing methods for the potential use of 3D  printing technologies and 3D  

printed tracer particle s. Analysis (with MaDiTraCe industrial partner input) of mining, 

minerals and metals industry requirements to ensure solutions are fit -for-purpose and 

commercially relevant. This task has been completed  and deliverable  D2.1 ®s®zki ê" 

Review of Artificial Fingerprinting and 3D Printing for the Potential Tracking of Minerals 

s| +~{§zk¶ N¯§§z· +r^s|«ë is publicly available (Donnelly et al., 2023 ). 

2. Design and manufacture of 3D printed tracer particle  prototypes  using appropriate 

materials (e.g., minerals, metals, bioplastic mineral/metal composites) based on 

specifications from the review of existing tracer particle  technologies as part of D2.1 . 

Subsequently, large scale tracer particle production will be carried out according to 

prototype results/review specifications.  

3. Test and validation of 3D printed tracer particles  for artificial fingerprinting of CRMs  in 

selected supply chain s, with a specific focus on mineral concentrates and black mass . 

This will involve the assessment of  impacts from  transhipment, storage times and 

environmental conditions  on the tracer particles  and a preliminary financial evaluation  

on the feasibility of tracer particles  within CRM supply chains . 



D2.6 Artificial Fingerprinting for Mineral Traceability   

 

27 

1.2  Background  

A review of current traceability systems as part of deliverable D2.1 highlight ed that although 

existing traceability solutions are of significant importance , and in some cases critical  for 

CRM certification, such as digital traceability solutions (e.g. , blockchain) and document -

based traceability systems, these solutions are vulnerable to scenarios such as ìgarbage in, 

garbage out í. Traceability is also desirable to detect fraud such as the adulteration or 

substitution  of CRMs. 

To address these issues, artificial fingerprinting using tracer particles (TPs) is proposed as a  

possible  verification method , which would be complementary to existing  or newly 

developed  traceability solutions . The aim would be to prove the traceability  of CRMs that 

are traded in global supply chains.  

Several existing commercial TPs were found  to be largely unsuitable for CRMs for various 

reasons, including the presence of penalty or impurity elements or si mply due to the TPs 

not being tested with CRMs.  Furthermore , it was determined that 3D printed  TPs offer 

potential advantages over currently available tracer particle technologies , through the 

ability to  ^grsk´k ì{^««-g¯«®~{s«^®s~|í ~p ®racer particle  morphologies, both externally and 

internallyÏ ®~ {^®gr ^ g~{{~is®·í« §ª~§kª®sk«, to optimise their dispersion within CRMs  or 

to increase their encoding factor . Additionally, 3D print ed TPs can be produced using a 

range of different materials which can be specifically chosen to match the commodity being 

traced (i.e. to meet penalty or impurity element/compound limits) or to manage industry 

blight.  

Following the findings in deliverable D2.1, several key recommendations, in addition to 

continuing  the development  of 3D printed TPs, were proposed for further investigation  as 

part of the MaDiTraCe project . These include:  

¶ Experimental research on silicon from Gramineae which could be altered into silicon 

nanoparticles ( SiNPs). These exhibit strong fluorescence under microwave radiation , 

potentially a source of fluorescence which could be incorporated into 3D printed TPs to 

improve their detectability.  

¶ Investigations into physical unclonable functions (PUFs) which could be incorporated 

into 3D printed TPs . 

¶ Further experimental work on existing TPs that have been developed for other 

industries . 

Apart from experimental research on silicon from Gramineae plants, all the above key 

recommendations were  taken forward to be  tested and/or  evaluated  as part of this study. 

This was due to the  integration of alternative sources of fluorescence into  3D printed TPs for 

this project . The use of silicon from Gramineae plants  to produce SiNPs  is still 

recommended as part of any future testing on 3D printed  TPs. Additionally, although focus 

on cobalt  supply chains during the research & development phase of the project was 

proposed  as part of D2.1, other sources of CRMs from various parts of their respective 

supply chains have been sourced for the project  since publishing deliverable D2.1 , which 

has broadened the range of CRMs that TPs were tested against . 
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1.3  Objectives  

The objective of this report is based on the tasks within T2.3 , which were not already satisfied 

as part of D2.1, as well as selected key  recommendations made as part of D2.1, which 

includes the following:  

1. Perform laboratory and field testing of 3D printed  TPs and existing non -3D printed 

commercial tracer particles  to determine their behaviour when mixed with critical raw 

materials. More than three  types of 3D printed TPs are to be lab tested to technology 

readiness level 3 (TRL 3), with more than one type of 3D printed TP pilot tested to 

technology readiness level 4 (TRL 4). 

2. Perform bias testing and variance testing to determin e if TPs are homogeneously 

distributed and asses s the impacts of transhipment, storage times and the influence of 

environmental conditions (e.g. , oxidation  and moisture content).  

3. Evaluate the minimum TP concentration needed for successful identification using 

technologies developed in tasks T2.1 and T2.2. 

4. Provide a preliminary financial evaluation of the TPs to a cost per unit (i.e. per tonne  of 

raw material ) to verify if the TPs are cost-effective and can be deployed in a commercially 

viable manner,  considering the full artificial fingerprinting process, including the 

production/purchase of TPs,  application and  mixing, analysing and recovering/recycling 

costs. Clients will also be identified as part of this evaluation.  

2  3D  Printed Tracer Particle s 

2.1  Specification  

Based on answers to questionnaires submitted to key stakeholders and industry 

participants, and an internal preliminary review, D2.1 stipulated the chemical and physical 

properties that TPs should abide by for industrial application.   

Upon further evaluation, it was concluded that some of these properties may be acceptable 

based on the intended purpose of the TP, the CRM being tagged and available processing 

infrastructure , including the following : 

¶ A limitation that TPs should b e invisible to the naked eye: It was subsequently concluded 

that TPs could be visible to the naked eye if an overt traceability method ology  were 

desired  to deter fraudulent acts . 

¶ A limitation that TPs should be  non-magnetic: As part of the beneficiation of certain 

CRMs, such as spodumene concentrate, magnetic separation is readily carried out to 

refine the material and as such, magnetic TPs could be readily removed  as part of 

existing processes to ensure the TPs do not detrimentally affect the quality of the 

material.  

3D printed TPs have been sourced  with these limitations in mind from three different 

sources, in-house at GTK, and through the outsourcing partners Horizon Microtechnologies 

GmbH and 3D Micro print  GmbH. 
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2.2  Design and Prototyping  

To tailor 3D printed TPs to the intended CRM host materials within the lithium -ion battery 

supply chain, a number of interlinked design parameters were considered in the design and 

prototyping stages. These were principally:  

¶ Size å a range of 3D printed TP particle sizes was prototyped, between 0.3  mm and 2  

mm in diameter.   

¶ Shape å two main concepts were trialled: (a) basic geometric shapes e.g. spheres and 

cubes, and (b) replicating the particle morphologies of the CRM host material the TPs 

were intended to be used in.  

¶ Material å three main material types were used. These were (a) polymers, (b) metal alloys, 

(c) mineral-polymer composites. The latter was based on the concept of using the CRM 

host material as a component of the TP, to minimise  both the addition of materials not 

already present and the perception and fact of contamination or penalty element 

addition.  

¶ Detection method å three detection concepts were tested: (a) incorporation of smaller, 

commercial, non -3D printed TPs into larger, 3D printed TPs, (b) use of 3D printing 

polymer materials with fluorescing properties under specific light wavelengths (e.g. , 365 

nm UV light), (c) magnetism of metal 3D printed TPs.  

¶ Data encoding å data encoding was explored via external lettering of TPs, and external 

and internal micro  QR codes were incorporated into TPs.  

¶ Overt/covert nature of TPs themselves and of data encoding å TP size, colour and 

detection mode were all tested as means of making TPs either overt or covert.  

Further details of each of these parameters used to tailor the design of 3D printed TPs to 

the CRM (host material ) being tracked are discussed in the following sections. In total, 

sixteen prototype TPs with various combinations of the above parameters were produced 

in-house at GTK or by external outsourcing. Preliminary testing regarding detectability and 

especially manufacturability reduced this to a selection of nine that went forward to in-house 

and externally outsourced manufacturing in sufficient quantities for laboratory and small -

scale transportation testing.  

2.3   Geological Survey of Finland  produced T racer Particles  

2.3.1   Materials  

A range of materials were explored for the manufacture of prototype and testing TPs at the 

Geological Survey of Finland (GTK), according to the design parameters discussed above.  

Three of these were based on the use of mineral -plastic composites of the thermoplastic 

biopolymer polylactic acid (PLA) with variable amounts of the CRM host material to be 

tracked. These were a nickel concentrate  (origin B) , a spodumene concentrate, and a flake 

graphite concentrate (see also section 4 Host Materials). PLA is a bio-based polymer 

material made by fermenting plant waste and is widely used in 3D printing. The blend used 

was Resinex PLA RXP 7502, with particle size >50 Ȑ{. The host materials were sieved, and 
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particle sizes between 63 Ȑ{ and 125 Ȑ{ were explored to determine how they responded 

to the compositing and printing processes.  

The remaining prototype and testing TPs used Formlabs Grey Resin v4.1. This is a 

methacrylate polymer mix composed of 55 å75% urethane dimethacrylate and 15 å25% 

methacrylate monomers and  was chosen due to its good fluorescence response in initial 

testing.  

2.3.2   Methods  

CRM-mineral/biopolymer composite filaments were produced using a 3Devo Composer 

450 filament maker in 2.85  mm diameter for use with the 3D printing equipment. The 

Composer 450 is an all -in-one filament maker with a material input hopper, 4 -piece heating 

system, single mixing screw extruder, cooling fans, optical filament diameter monitoring 

system, and filament  spool winding system.  

Parameters used for extruding CRM mineral/biopolymer composite filaments : 

¶ Heating element 1: 170 å180°C. 

¶ Heating element 2: 180 °C. 

¶ Heating element 3: 190 å200°C. 

¶ Heating element 4: 180 °C. 

¶ Cooling fan: 40å100%. 

¶ Extrusion screw speed: 3å5 RPM. 

PLA and CRM host material were weighed and mixed manually. Filament was produced with 

nickel concentrate mineral powder at 10 å30% concentration by mass; with spodumene 

concentrate at 5å70% by mass, and with graphite concentrate at 10 å45% concentration by 

mass.  

An Ultimaker S3 Fused Filament Fabrication (FFF) 3D printer was used to print TPs with CRM 

host/biopolymer composite materials from digital surface files. FFF is a form of Material 

Extrusion (ME) 3D printing, and operates by heating and melting a continuou s 

thermoplastic -based filament, dispensing material onto a build platform via a movable 

nozzle, and building up a shape from a digital file layer by layer.  

Parameters used for 3D printing TPs from CRM host/biopolymer composite filaments:  

¶ Nozzle Ultimaker CC (hardened) 0.6  mm diameter . 

¶ 22å120 millimetres  per second (mm/s) nozzle movement speed . 

¶ 0.1å0.2 mm layer height . 

¶ 10å100% material infill . 

¶ 60°C bed temperature . 

¶ 200å210°C nozzle temperature . 

¶ 100% cooling fans . 

The freeware Ultimaker slicing program CURA v5.09 was used for converting .stl 3D digital 

surface files into G-code instructions for the Ultimaker S3 3D printer . A schematic for the 

production of CRM host/biopolymer composite TPs is presented in Figure 1. 
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Figure 1. Schematic for production of CRM host/biopolymer composite tracer particles.  

A Formlabs Form 3 stereolithography (SLA)/low force stereolithography (LFS) 3D printer 

was used to print TPs with Formlabs Grey Resin v4.1. Stereolithography 3D printing is also 

known as vat photopolymerization, and uses a vat of liquid photocurable resin and exposure 

to a laser light to cure/harden this liquid resin layer by layer according to a digital surface 

file. In low force stereolithography, the build plate is pressed down into the resin vat each 

layer, and the laser is below the vat and shines thro ugh a flexible layer which is gently peeled 

away from the most recently cured area of the object being printed.  

Parameters used for 3D printing TPs from Formlabs Grey resin v4.1:  

¶ 0.4 mm mini raft base . 

¶ 0.5 mm height above raft of TPs . 

¶ Touchpoint size 0.1  mm. 

¶ 25 Ȑ{ layer height . 
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The Formlabs slicing program PreForm v3.5 was used for converting .stl 3D digital surface 

files into G-code instructions for the Formlabs Form3 3D printer.  

One of the design parameters for TPs was replicating the particle morphologies of the CRM 

host material that the TPs were intended to be used in. To do this, digital surface files of real 

particles of CRM host material were required. These were acquired using X -ray Computed 

Tomography (X -CT) imaging.  

Small vials containing approximately 1 gram of (a) nickel concentrate and (b) spodumene 

concentrate were imaged using a GE phoenix v|tome|x s X -ray computed microtomography 

device at the Geological Survey of Finland (GTK), Espo o, Finland. They were imaged using 

the standard  tube with an accelerating voltage of 80 kV and a tube current of 38 µA, for a 

tube power of 3.0 W. The samples were scanned with 1,400 angle steps. At each angle the 

detector waited for a single exposure time and then took an average over three exposures, 

with a single exposure time of 1000 m s. This resulted in total scan times of 2 hours. Voxel 

resolution was 2.1 µm .  

Data was analysed with Thermo Fisher PerGeos® 2020.2 software, and individual particles 

were segmented and saved as .stl surface files. These were simplified and smoothed using 

Meshlab 2023.12 to reduce file size to allow for multiple TPs to be produced using CURA 

and PreForm slicing software.  

2.4  Horizon Microtechnologies  produced T racer Particles  

Horizon Microtechnologies GmbH , based in Rheinstetten, Germany , is a provider of 

microfabrication services and products, combining microscale 3D printing with advanced 

coating and metallisation technologies. They use a Boston Micro Fabrication S240 

Projection Micro Stereolithography (PµSL) Digital Light Projection (DLP ) 3D printer to 

produce polymer -based parts with XYZ resolution down to 10  µm but with relatively large 

build volumes (100  mm x 100 mm build area) for high throughput. Coating and metallisation 

allow produced objects to be used in fields such as antenna structures in RF and microwave 

applications, alongside 3D microfluidics, 3D electrodes and contact pins, and packaging 

solutions for Micro -Electro-Mechanical Systems (MEMS) and miniaturised  optics housings.  

2.4.1   Materials  

Three different materials were trialled from the Boston Micro Fabrication material portfolio, 

to test for printability of the planned shapes at prototype and mass production scale, and 

detectability in terms of their fluorescent response. The materials use d were:  

¶ HTL å a high -performance  engineering grade polymer with high strength, rigidity, and 

heat resistance. 

¶ BIO å a biocompatible polymer suitable for non -implantable medical applications.  

¶ HT200 å a high temperature polymer that can withstand standard bending forces at 

temperatures up to 200 °C.  

All are methyl  methacrylate (MMA) based resins with proprietary modifications and 

additives to give the desired material properties.  
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2.4.2   Methods  

The particle shape chosen was one of the particles from nickel concentrate (origin B)  

imaged using X-ray Computed Tomography  (X-CT) imaging as discussed above. The 

particle  size of the roughly spherical particle was chosen to be 500 µm in diameter.  

2.4.3   Results  

Test prints to produce prototype particles showed improvements that could be made to the 

production method for better quality control of the prints, and easier removal from the build 

plate and higher yields of particles per build plate. Detection tests sho wed that BIO and 

HT200 material -based particles were visible to the naked eye within host material and 

showed good fluorescence, while HTL was invisible to the naked eye and showed lower 

fluorescence, making it difficult to detect.  

2.5  3D MicroPrint  produced T racer Particles  

Founded in 2013 by  EOS GmbH and 3D-Micromac AG, and based in Germany, 3D 

?sgª~Jªs|® 5{f6 ÝìÁ- ?sgª~Pªs|®íÞ s« ^ §ª~´sikª ~p ^iis®s´k {^|¯p^g®¯ªs|q «kª´sgk«Î Á- 

MicroPrint utilise Micro Laser Sintering (MLS) (also known as µ -LPBF (Micro Laser Powder 

Bed Fusion)) technology to produce metal lic micro -components for the aerospace, medical 

and luxury sectors (3D MicroPrint, 2019). 3D MicroPrint can produce items made from : 

¶ Stainless steel: 1.4404 and 1.4542.  

¶ Titanium: 3.7035 (Ti) and 3.7164 (Ti6Al4V).  

¶ Copper: 2.0040 (CuOF) and 2.1293 (CuCr1Zr).  

¶ Inconel® 718: 2.4668.  

¶ Other metals including platinum, gold, cobalt, chrome and tungsten (3D MicroPrint, 

2026). 

2.5.1  Materials  

CuCrZr alloy (2.1293) and stainless steel (1.4542) were selected to produce TPs due to their 

availability and suitable properties.  

2.5.1.1  CuCrZr (2.1293)  

Widely used in additive manufacturing, CuCrZr offers high -temperature strength, excellent 

tempering, and wear resistance  (3D Microprint, 2025a). The alloy resists natural, industrial 

and maritime atmospheres, as well as non -oxidising, alkaline solutions and neutral saline 

solutions. However, it is susceptible  to seawater, oxidising acids, ammonia, halogenide, 

cyanide and hydrogen sulphide solutions and atmospheres  (Aurubis Stolberg, 2026).  

"z®r~¯qr ®rk ^zz~·í« §~®k|®s^z r·iª~§rszsgs®· g~¯zi s|®kªpkªk µs®r fk|kpsgs^®s~| §ª~gk««k« 

(e.g., froth flotation), the alloy remains a suitable material for TP production if added further 

downstream along a supply chain to copper -containing concentrates (e.g., nickel 

concentrate) processed via pyrometallurg y, as these metallurgical processing steps are not 

strongly dependent on the surface chemistries of the raw materials.  The addition of this alloy 
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would not detrimentally affect the quality of the material,  as Ȱ97.8% of each TP is made from 

copper.  

Additionally, as this material is made from at least five different  elements, including ȱ0.5% 

~p ê~®rkªë elements  (Table 1), it is possible that the chemical signatures from these TPs could 

be used for traceability purpos es, depending on (a) if the source material used to produce 

these TPs has been chemically characterised , and (b) if the chemical properties of different 

source materials for 3D printing are distinct enough for material fingerprinting purposes.  

Table 1. CuCrZr alloy (2.1293) specifications  (3D Micro Print , 2025a). 

Elements  Wt. %  

Copper  ȰÇÅÎÆ 

Others  ȱ¾ÎÃ 

Zirconium  0.03å0.30 

Silicon ȱ¾Î¿ 

Iron ȱ¾Î¾Æ 

2.5.1.2  Stainless steel (1.4542)  

This is a magnetic, martensitic, precipitation -hardenable chromium -nickel -copper steel 

which provides high yield strength, wear resist ance, corrosion resistance and 

biocompatibility  (3D Microprint, 2025b) . The alloy has various applications, including within 

the medical technology  and aerospace sectors.  While the complex composition of this alloy 

could impact certain methods of CRM processing (e.g., where specific elements such as 

carbon, iron, nickel and sulphur are regulated ) (Table 2), the ferromagn etism of this alloy 

enables recovery via magnetic separation . Magnetic separation is a standard industrial pre -

treatment step, used for example for spodumene concentrate and black mass  

(Khodadadmahmoudi et al., 2023; Retamal et al., 2024). 

Table 2. Stainless steel (1.4542) specifications (3D Micro Print , 2025b).  

Elements  Wt. %  

Iron ȰÁ¾ÎÄÇ 

Chromium  15.00å17.00 

Nickel  3.00å5.00 

Copper  3.00å5.00 

Carbon  0.00å0.07 

Manganese 0.00å1.00 

Molybdenum  0.00å0.60 

Phosphorus 0.00å0.04 

Sulphur  0.00å0.03 

Silicon 0.00å1.00 

Niobium/Tantalum  0.15å0.45 

2.5.2   Methods  

Quick Response (QR) codes were invented in 1994 by Denso Corporation for inventory 

management at manufacturing sites (Hara, 2019). Due to limitations with the volume  of data 
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that can be included in a single one -dimensional barcode, two-dimensional QR codes were 

developed to increase the volume  of information that can be inserted into a single printable 

code .  

Today, QR codes are widely used within many industries,  from supporting basic 

administrative tasks,  to applications in marketing  and the verification  of the authenticity of 

documents or products . QR codes are also used within supply chains for  traceability  

purposes , such as within food supply chains (Li et al., 2024) , and they have been successfully 

integrated into traceability systems  for conflict minerals  (Hyperledger Foundation, 2019).  

Additionally, the use of QR codes will be particularly significant for battery supply chains 

within the EU, as the European Commission  has mandated the marking of batteries with QR 

codes that link to ®rk f^®®kª·í« -JJ (European Parliament & Council of the European Union, 

2023). 

Due to  3D printing resolution limits, micro QR codes were evaluated instead of traditional 

QR codes. Micro QR codes are highly condensed variants of traditional QR codes which 

utilise only one finder patter n and a narrower quiet zone  (Figure 2). Micro QR codes have 

also been used for traceability purposes, for example where they have been used to identify 

printed circuit boards (PCBs) (Vanstron Automation, 2025).  For proof -of-concept evaluation, 

the M1 micro QR code, which is the smallest variant of a micro QR code , was utilised to 

encode TPs. M1 variants are made up of 1 21 modules , do not support error correction and 

have a maximum data capacity of five numeric values . As micro QR codes have a low data 

capacity, the numeric encoding associated with TPs for a particular consignment could be 

recorded in a secure database  for cross-verification along the chain of custody  (CoC). 

 

Figure 2. Comparison of an M1 micro QR code  (left) and a Version 1 QR code (right) . The QR codes 
yield the numeric encoding  ê¿ÀÁÂÃëÎ Figure adapted  from  Karrach et al. (2020) and Scandit (2026).  

Alongside the use of micro QR codes for encoding TPs, the use of a letter on each individual 

TP was also explored. Although letters  provide a lower encoding factor than micro QR 

codes, the presence of TPs with different letters in a consignment could be  evaluated,  

combined and used for verification purposes.  

Three encoding configurations were implemented for TPs  made from CuCrZr alloy ( 2.1293) 

and stainless steel (1.4542): 
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1. External overt: M1 micro QR code  on the TP surface. 

2. External overt: Lettering on TP surfaces.  

3. Internal covert: M1 micro QR code  within the TP structure.  

2.5.3   Results  

TPs with functional internal and external micro QR codes were successful ly fabricated from 

stainless steel (1.4542) (Figure 3 and Figure 4). While internal micro QR codes were not 

experimented  with CuCrZr alloy (2.1293),  external micro QR codes were also produced for 

this alloy (Figure I-1). Although external micro QR codes were not directly scannable due to 

insufficient contrast between grooves and the face of the TP , scannable micro QR code s 

were successfully reproduced from TPs on an 11 x 11 grid template by third parties who  

had not beforehand seen the micro QR code s. The readable  micro QR codes were obtained 

from  X-CT results, where density variations between residual stainless steel 1.4542 powder 

within the structure of the micro QR code and the solid matrix allowed for feature 

identification  (e.g., Figure 4c and Figure 4d). 



D2.6 Artificial Fingerprinting for Mineral Traceability   

 

37 

 

Figure 3. Stainless steel (1.4542)  TPM01 and TPM05 tracer particles and associated micro QR codes 
used for encoding.  (a) PJ?¾¿ «®^s|zk«« «®kkz g¯fk µs®r ®rk êÀÂÂÃÃë {sgª~ LM g~ikÏ ÝfÞ M1 micro QR 
code µrsgr ·skzi« ®rk |¯{kªsg k|g~is|q êÀÂÂÃÃëÏ ÝgÞ PJ?¾¿ «®^s|zk«« «®kkz g¯fk µs®r ®rk êÂÆÃÃ¾ë 
micro QR code, ÝiÞ ?¿ {sgª~ LM g~ik µrsgr ·skzi« ®rk |¯{kªsg k|g~is|q êÂÆÃÃ¾ë, and (e) TPM05 
stainless steel cube containing an internal micro QR code.  
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Figure 4. X-Ray Computed Tomography  imagery of s tainless steel (1.4542) TPM05 tracer particles 
showing the 3D printed  internal micro QR codes . (a) Image of external surfaces of the TPM05 tracer 
particle, (b) cross-section slice parallel to the surface of the internal micro QR code, (c) scannable 
êÂÆÃÃ¾ë {sgª~ QR code, and (d) sg^||^fzk êÀÂÂÃÃë {sgª~ LM g~ikÎ 

 

Spherical TPs with lettering were successfully produced from CuCrZr alloy (2.1293)  (Figure 

5) and stainless steel (1.4542) (Figure I-2). Due to the 3D printing process, the TPs were not 

perfect spheres but were rather truncated spheres with flat bases ( Figure 5b and Figure I-

2b). 
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Figure 5. CuCrZr alloy (2.1293) (TPM02) tracer particles with lettering.  (a) TPM02 tracer particles 
§ªs|®ki µs®r ®rk zk®®kª« ê5ëÏ êPë ^|i ê=ë and (b) Flat base of TPM02, revealing its truncated sphere 
shape. 

2.6  Summary  of 3D Printed Tracer Particles  

Nine different 3D printed TPs were  produced in larger quantities  from three different 

manufacturer s (including GTK). A summary of these TPs and their properties is provided in 

Table 3. 

Table 3. A summary of 3D printed tracer particles used in the project and their properties.  

Producer  Name  
TP 

Alphanumeric 
Code  

Summarised  
TP Properties  

GTK GTK NiCo  TPG01 

500 µm tracer particle  made from 55å75% 
urethane dimethacrylate,  15å25% methacrylate 
monomers and undefined additives including 
photoinitiators and others . The tracer particles  
resemble particle morphologies of NiCo 
particles from nickel concentrate . 

3D MicroPrint  

2.1293 cubes 
with external 

micro QR code  
TPM01 

Cube with side lengths of  1.43 mm which are 
made from the CuCrZr alloy 2.1293. Micro QR 
code s were printed onto one side of the cube.  

2.1293 spheres 
with  external  

letters 
TPM02 

1.41 mm (l) x 1.41 mm (w) x 1.32 mm (h) 
truncated spheres made from the CuCrZr alloy 
2.1293. Letters êGë, êTë and êKë were printed 
separately onto the surface of each tracer 
particle.  

1.4542 cubes 
with external 

micro QR code  
TPM03 

Cube with side lengths of  1.43 mm which are 
made from the alloy 1.4542. Micro QR code s 
were printed onto one side of the cube.  

1.4542 spheres 
with external 

letters 
TPM04 

1.41 mm (l) x 1.41 mm (w) x 1.32 mm (h) 
truncated spheres made from the alloy 1.4542. 
>k®®kª« ê5ëÏ êPë ^|i ê=ë µkªk §ªs|®ki «k§^ª^®kz· 
onto the surface of each tracer particle.  

1.4542 cubes 
with internal 

micro QR code  
TPM05 

Cube with side lengths of  1.43 mm which are 
made from the alloy 1.4542. Micro QR code s 
were printed within the interior of the cube.  

Horizon 
Microtechnologies  

HT200 TPH01 
Irregular sphere with a diameter of up to 0.46 
mm. Made from methyl methacrylate resins.  

HTL TPH02 

BIO TPH03 
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3  Commercially Sourced  Tracer Particles  

Five types of TPs were obtained from two independent commercial sources, and the TP 

names have been replaced with alphanumeric codes ( Table 4): 

1. TraceTag International Ltd ÝìPª^gkP^qíÞ: supplied four types of TPs  from their 

ValiMarkĎ range of luminescent and chemical compound tracers . 

2. ?sgª~®ª^gkÏ >>+ Ýì?sgª~®ª^gkíÞÏ «¯§§zski ?sgª~®^qq^|®č 7ik|®spsg^®s~| J^ª®sgzk« Ý?7J«ÞÏ 

herein referred to as TPB01.  

All TPs obtained from TraceTag (ValiMarkĎ range of tracers; TPA01å04) and Microtrace 

Ý?sgª~®^qq^|®č 7ik|®spsg^®s~| J^ª®sgzk«Ñ PJ*¾¿Þ µkªk §^ª® ~p k^gr «¯§§zskªí« «®^|i^ªi ª^|qk 

of TPs and were not optimised for the specific host materials, application methods, or 

detection workflows used in this proof -of-concept study.  

Table 4. Commercially sourced tracer particles obtained as part of the project.  

Supplier  TP TP Properties  

 
TraceTag 

International  Ltd 

TPA01 
PY series (yellow) mineral microsphere s. 10 µm to 11 µm 
in size. 

TPA02 PY series (yellow) mineral microspheres.  15 µm in size. 

TPA03 PY series (yellow) mineral microspheres.  20 µm in size. 

TPA04 
Organic microspheres E 580 (red; powder form) . 55 µm 
to 65 µm in size. 

Microtrace, LLC TPB01 
Microtaggant® Identification Particles. ~37 to 75 µm in 
size. 

Note: TP = tracer particle.  

Individual TPs obtained from both suppliers ranged in size from  10 µm to 75 µm and were  

not visible to the naked eye under natural light. However, under specific light configurations , 

the TPs would fluoresce and would become visible with the use of supplier -provided or 

supplier -recommended detectors . Further details regarding these detectors can be found 

in the methodology section.  

Furthermore, Microtrace conducted a proof -of-g~|gk§® k´^z¯^®s~| ~p ?sgª~®ª^gkí« 

MolecularĎ Taggant System separately under confidential laboratory conditions.  

4  Host Materials  

The four critical raw materials included within the scope of the MaDiTraCe project are 
lithium, cobalt, rare earth elements (REEs) and natural graphite. For D2.6, AHK and GTK 
have sourced seven different critical raw materials, here in referred to as host materials. The 
seven different host materials  represent raw material from various stages of their respective 
supply chains, from ore and concentrate to intermediate chemical products and secondary 
raw materials (Table 5). Host materials from REE supply chains were not obtained as part of 
this study. 

A brief description of the host materials used is outlined below:  

¶ Lithium ore : A mined rock containing economic concentrations of the element lithium  

(approximately 1.5% Li2O (Table II-7)) contained within the minerals zinnwaldite and 
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lepidolite  (Figure II-3, Table II-9 and Table II-10). The geological deposit from which the 

ore was obtained,  which could be either a rare metal granite or a lithium -caesium-

tantalum (LCT) type pegmatite , could not be verified . Although th e obtained material  

was described as an ore by the supplier, it appears the material may have undergone  

comminution,  as 86% by mass of the material is made up of particles that are <2 mm  

(Table II-2), which is atypical for an ore. This type of lithium  ore would undergo 

processing to form a lithium concentrate, a key feedstock for the lithium -ion battery 

supply chain . 

¶ Spodumene concentrate : A refined  lithium intermediate  material  derived from  LCT 

pegmatites , containing 5% Li2O (Table II-19). The concentrate would subsequently 

undergo beneficiation to produce lithium carbonate or lithium hydroxide, which are 

chemicals required  for cathode production .  

¶ Lithium carbonate: A chemical product suitable for direct use as a battery -grade 

feedstock (e.g., in lithium iron phosphate (LFP) cathode material), or which undergoes 

further processing to form lithium hydroxide. The lithium carbonate obtained for this 

project has a lithium content of 18.5%  (40% Li2O; Table II-30). 

¶ Nickel concentrate : A sulphide ore -derived intermediate material containing nickel and 

cobalt. Nickel concentrate was obtained from two different anonymised origins: (a) 

origin A and (b) origin B, with only nickel concentrate from origin A obtained in  sufficient 

quantities for host material characterisation . Nickel  concentrate  from origin A contained 

approximately 9% nickel and 0.7% cobalt  (Table II-39). The nickel concentrate would 

undergo processing to form cobalt sulphate and nickel sulphate , which are used to 

produce nickel -rich cathode chemistries  such as nickel manganese cobalt (NMC) . 

¶ Graphite concentrate : A refined intermediate material produced from flake graphite 

ore. The graphite concentrate contains a min imum purity of 9 6.7% graphitic carbon  

(Table II-56). It serves as a precursor for coated spherical graphite, the primary material 

used in battery anodes.  

¶ Mixed hydroxide precipitate  (MHP): A chemical product containing a mixture of nickel 

and cobalt hydroxide s.  The MHP obtained for this project contains approximately 37% 

nickel and 3% cobalt ( Table II-62). It is an intermediate hydrometallurgical product of 

nickel laterite ore processing. This material is a key feedstock for battery -grade cobalt 

sulphate and nickel sulphate . 

¶ Black mass: An intermediate  product in the recycling of spent, end -of-life batteries. 

Black mass comprises crushed and shredded battery cells , made up of a mixture of 

graphite and metals , including lithium, manganese, cobalt , copper  and nickel . Metals 

are separated and purified , such as into battery -grade chemicals that are transformed 

into precursor cathode active material  to produce  cathode material . The black mass 

obtained co mprised approximately 32% NMC cathode material  (Figure II-26 and Table 

II-72). 
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Table 5. Summary table of host materials obtained as part of this study, and the critical raw materials 
(CRMs) within the scope of the MaDiTraCe project that  are economically extracted from these 
commodities.  

Commodity  
Position with in  the CRM 

supply chain  
CRMs within the scope of  

the  MaDiTraCe  project  

Lithium ore  Primary Raw Material Lithium  
Spodumene 
concentrate  

Upstream (Processed/Refined 
Raw Material) 

Lithium  

Lithium carbonate  
Upstream (Processed/Refined 

Raw Material) 
Lithium  

Nickel concentrate  
Upstream (Processed/Refined 

Raw Material) 
Cobalt  

Graphite 
concentrate  

Upstream (Processed/Refined 
Raw Material) 

Natural graphite  

Mixed hydroxide 
precipitate  

Upstream (Processed/Refined 
Raw Material) 

Cobalt  

Black mass  (NMC)  
Downstream / 

Secondary Source 
(Recycled Raw Material) 

Cobalt  
Lithium  

Note:  NMC = nickel manganese cobalt . The list of EU-defined  CRMs was obtained from Grohol & 
Veeh (2023). 

Each host material has also been characterised based on relevant standards for the 

identification  and classification of soil (ISO 1468 8-1:2017), rock (ISO 14689:2017) and using 

analytical techniques  which are used  industrially to characterise these materials,  includ ing 

moisture determination according to ISO  10251:2006, chemical and physical analysis  (e.g., 

bulk density, laser particle sizing and X -ray fluorescence  (XRF)), X-ray diffraction  (XRD) and 

automated mineralogy using  Scanning Electron Microscopy with Energy Dispersive 

Spectroscopy (SEM-EDS)). The majority of characterisation and analyses were carried out by 

AHK Group companies (Alfred H Knight International (UK), LMA B.V . (Netherlands) and 

ASMIN (Chile)). Additional  analyses were carried out by Helford Geoscience and Vidence 

(automated mineralogy of black mass and graphite concentrate) and ProGraphite 

(physical/chemical analyses of graphite concentrate).  

Results of the host material characterisation  are provided  in 13.2 Appendix II: Host Material 

Characterisation . 
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5  Methodology  

5.1  Previous Research  

Despite the global use of diverse TP technologies, as evaluated by Donnelly et al. (2023), 

comprehensive data regarding the testing methodolog ies for TP technologies remains 

sparse in the public domain. This lack of information in the public domain  is attributable to 

the prevalence of intellectual property protections and the retention of proprietary 

methodologies or industry secrets by private entities.  

Furthermore, a research gap exists regarding the efficacy of TP technologies within the 

mining, minerals and metals industr ies. While artificial TPs have been implemented for 

specific high -value segments of the mining, minerals and metals  industr ies, such as the laser 

inscription of gemstones (De Beers Group, 2026; Microtrace, 2026 a), DNA and ê{~zkg¯z^ªë 

tagging of gemstones (Haelixa, 2026; Microtrace, 2026 a) and gold bullion (Zurich Cantonal 

Bank, 2025), TP technology is  not  in general use for upstream materials including ores , 

mineral  concentrates and chemical products. Aside from preliminary investigations into 

Microtaggant ® Identification Particles (MIPs) conducted by AHK  (Donnelly et al. , 2023), the 

published scientific literature remains devoid of research or operational investigations 

evaluating TP applications within this industry . 

5.1.1   Alfred H Knight  Preliminary Tests  

From 2019 to 2022, Alfred H Knight  conducted a series of preliminary research experiments 

¯«s|q ?sgª~®ª^gkí« ?sgª~®^qq^|®č 7ik|®spsg^®s~| J^ª®sgzk« Ý?7J«Þ, which were applied to 

samples of copper concentrate. The experiment s were designed to analyse and evaluate 

the TPsí ultraviolet (UV) intensity, infrared (IR) intensity and certain application method s. In 

addition to these tests, colour coding identification and verification was also performed by 

observing the TPs using a binocular microscope. Finally, sampling simulation  and 

grinding/milling tests  were also perfor med. 

The results showed there to be complete coverage and good distribution of the TPs over 

the host copper concentrate.  In addition, the application of the TPs with lacquer/water, 

allowed the TPs to bond with the copper concentrate and remain ed on top of the exposed 

surface of the concentrate contained as a hard lacquer coat.  It was important to dilute the 

lacquer with water to avoid any unwanted discolouration over the tagged concentrate. It 

was found that a ratio of 60/40 or 70/30 percent of water  to lacquer is enough to create a 

thick, coated layer that was transparent.  

From the drying tests, it was found that the TPs could resist  temperatures commonly used 

for the moisture determination of mineral concentrates  (105°C ±  5°C). Also, it was found 

that the TPs mixture took  30å40 minutes to dry under laboratory conditions.  

From the grinding/milling test, it was observed that the TPs do pulverise  together with the 

copper concentrates. Therefore, it is unlikely to be able to identify the particles after a 

sample has been prepared for assaying.  
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5.1.2   U.S. Congress Office of Technology Assessment  

The 1980 assessment by the U.S. Congress Office of Technology Assessment (OTA) 

provides the results of an investigation  outlining test methodologies for TPs. This 

assessment investigated the mandated integration of TPs into explosives and gunpowder , 

evaluating chemical, radiological, and detection TPs, as well as physical TPs such as the 3M 

Identification Taggant (the patent for which is currently held by Microtrace (2026b)). The 

scope of the OTA's research included natural ageing tests, assessments of TP post -

detonation survivability, and chemical compatibility . Additionally , the economic feasibility 

of TP technologies  was also evaluated. However, the descriptions provided of the different 

tests lacked the technical information required to reproduce the m.  Furthermore, some of 

the tests such as post-detonation survivability,  extended beyond the scope of this study. 

5.2  Preliminary and Pri ncipal  Tests 

There are numerous tests developed and standardised to assess the durability of polymeric 

{^®kªs^z« ÝkÎqÎÏ +r^|q k® ^zÎÏ À¾À¾Ñ 5¯ ĉ 5¯Ï À¾¾ÃÑ ?^ªy~´sř~´_ ĉ \^®y^zty~´_Ï À¾¿ÇÞÎ 5s´k| 

the absence of recogni sed standards or publicly available literature outlining testing 

methodologies specifically for Tracer Particles (TPs), AHK and GTK adapted several existing 

polymeric material tests and developed new tests for this purpose.  

The developed testing method was implemented in two distinct stages:  

1. First Stage (Preliminary): These tests were designed to characteri se TP behaviour  

within host materials. The objective was to determine optimal procedures for the 

application, mixing, and detection of TPs in preparation for ageing tests.  

2. Second Stage (Principal ): These tests evaluated TP performance within host 

materials following various ag eing or environmental stimulation method s. This stage 

comprised tests aligned with Technology Readiness Level s (TRLs) 3å4. 

5.2.1   Preliminary Tests  

The preliminary tests developed included:  

1. Evaluation of dry and wet (pneumatic atomiser) application methods.  

2. Evaluation of different mixing methods, including bag mixing and mixing using a 

riffle splitter.  

3. Evaluation of different detectors to detect TPs.  

4. Determination of the optimal TP dosage  for pri ncipal test work through evaluation  

of TP distribution in the host material and TP detectability.  

Evaluation of TP detectability involved a visual assessment  by naked eye, supplier -provided 

or supplier -recommended detectors  (for TPs that fluoresce  under excitation light ; Figure 6) 

or magnet s (for TPM03 and TPM04; Figure 21b), and using a digital microscope  

(ZM0756H4K8MPA All -in-one Zoom Monocular HDMI Digital Microscope)  which had a 

maximum magnification of x594 , with and without excit ation  light sources  (Figure 7). 



D2.6 Artificial Fingerprinting for Mineral Traceability   

 

45 

 

Figure 6. Supplier -provided and supplier -recommended handheld detectors.  (a) Unbranded battery -
powered 91 mm x 24 mm 365 nm UV torch, (b) ?sgª~®ª^gkí« handheld detector , and (c) Pª^gkP^qí« 
ValiScan S3 detector.  

Supplier -recommended detectors varied depending on the light configuration that  TPs 

fluoresced. For TPs that fluoresced under ultraviolet (UV) light, detectors used included an 

unbranded battery -powered 91 mm x 24 mm 365 nm UV torch, and for use with the digital 

microscope , two gooseneck -type 365 nm UV-LEDs. For TPs that fluoresced under other 

commercially sensitive light configurations , a separate laboratory -based set-up was used. 
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Figure 7. ZM0756H4K8MPA All -in-one Zoom Monocular HDMI Digital Microscope set up.  (a) Set up 
in a lit room (under white light). (b) Set up in a dark room, using excitation light sources to illuminate 
the sample.  

To assess TP distribution, an  industry -accepted and ISO standard -approved method of 

sampling particulate material from bags or drums using spears , was adapted.  ISO 

12743:2021 s pecifies  that a sampling spear (a hollow cylinder) should be inserted vertically 

into a bag or drum,  ensuring th at it penetrates the full vertical depth  and a complete  vertical 

column of concentrate is extracted. For host materials as part of the project, where ~1 kg 

masses of host material were handled for the evaluation of TP distribution, a 100 mm x 100 

mm transparent  cube made from poly(methyl methacrylate ) (PMMA) (Perspex®) and five 

PMMA or glass spears measuring approximately 20 mm in diameter and 10 0 mm in length 

were used in a quincunx geometric pattern  to obtain spatially representative samples of the  

full depth of  material  (Figure 8). Depending  on the properties of the commodity being 

sampled  and methods of TP detection (e.g. , microscope or handheld device) , either glass 

hollow cylinder spear s or PMMA hollow cuboid spear s were used to sample the material.  
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Once optimal methods of application, mixing and detection were established from these 

tests, these methods were then employed as part of the principal laboratory tests.  

 

 

Figure 8. Spodumene concentrate within the poly(methyl methacrylate) cube.  (a) Cylindrical spears 
inserted in a quincunx pattern. (b) A glass spear with a full vertical depth of spodumene concentrate 
extracted  (with the empty columns remaining within the material after the removal of all spears in the 
background ).  

5.2.2   Principal  Tests  

5.2.2.1   Dilution  

Within global metals and minerals supply chains, the blending or mixing of raw materials 

from disparate sources is standard industrial practice.  Legitimate , large-scale blending is 

typically  conducted to achieve specific technical , commercial and operational objectives, 

including:  

¶ Feedstock homogenisation: Reducing the chemical and physical variability of a raw 

material through blending may take place to ensure consistent raw material properties. 

This may be carried out to comply with quality requirements in agreed -upon contracts 

or metallurgical processing requirements stipulated by smelters or refiners.  

¶ Physical and chemical conditioning: Raw materials may undergo blending to optimise 

moisture content to improve material handling, mitigate dust generation and ensure 

compliance with transportable moisture limits for maritime transportation. Additionally, 

conditioning is utilised to dilute the concentration of penalty or impurity elements and 

compounds to meet thresholds set by regulatory bodies or end receivers.  

¶ Adherence to chain of custody (CoC) models: Standardised responsible handling 

models such as segregation, controlled blending and mass balance explicitly permit the 

blending of CRMs from disparate sources and are widely used within the industry today 

(ISO 22095:2020). 
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Raw material manipulation  also occurs illicitly through substitution or adulteration. These  

practices may be carried out to alter the physical or chemical properties of a consignment 

or to surreptitiously  introduce non -certified material . Such activities can occur via wholesale 

or partial cargo substitution or adulteration utilising heavy machinery to mechanically  mix 

tens of tonnes of stockpiled material  from different origins , or at a laboratory sample scale, 

involving the addition or subtraction  of gram or sub -gram quantities to distort analytical 

results. 

Given these prevalent industrial blending and illicit manipulation  practices, the utilis ation of 
AFP for material certification purposes requires verification that the technology can 
accurately detect and quantify any dilution of tagged CRM. Microtrace conducted this 
laboratory -scale evaluation in -house using its Molecular Ď Taggant System and reported 
the results to AHK; the methodology remains confidential . However, the primary objective s 
of this testing w ere to identi fy and authenticate the taggant signature  once applied to a host 
material  and define the taggant abundance thresholds capable of identifying whether a host 
material has been diluted with non -tagged material . Dilution of tagged material with 5%, 
10%, 25%, 50% and 75% by mass of untagged material  were assessed across all seven host 
materials (Table 5).  

5.2.2.2   Minimum Effective D osage  

For traceability purposes, the minimum effective dose (MED) of TPs should be determined 

to ensure that TPs are added to commodities in a  cost-effective, efficient and  practicable 

manner that is also environmentally  acceptable . Depending on the commodity being 

tagged, the recommended and existing MED of TPs range considerably from parts per 

billion levels for fuel (Tracerco, 2026) to several hundred parts per million for explosives 

(OTA, 1980). 

The minimum  effective  dosage test was developed and applied to ensure TPs at a particular 

dosage  (concentration)  were detectable within a reasonable timeframe.  Different TPs were 

each added to a nominal mass of host material at a specified dosage to ensure the total 

combined mass of TP and host material was equal to 100 g. Once added to the host 

material, the material was passed through a riffle splitter and recombined three times to 

ensure the TPs and host material were thoroughly mixed . Handheld detectors were then 

used to determine if TPs were detectable  within samples in transparent  self-seal 

polypropylene  bags (100 mm x 140 mm).  

As part of this test, host material and TP combinations were weighed in triplicate . TPs were 

either weighed to 10 µg (0.00001 g ) or the mass of a single TP as a starting dosage, and if 

TPs were not detectable within all three samples  at the lowest dosage , a higher TP dosage 

was evaluated until TPs were detectable within all three samples, which  would then be taken 

as the MED for that particular type of TP. For smaller TPs (i.e. TPA01å04 and TPB01), if TPs 

were undetectable at the smallest dosage 10 µg (0.00001 g), the dosage was systematically 

increased to 50 µg (0.00005 g ), 100 µg (0.00010 g ) and 150 µg (0.00015 g ) until the 

detection criteria were satisfied. For larger TPs (i.e. TPG01, TPH01 and TPM01å04), any 

dosage adjustments were scaled  incrementally by adding the mass equivalent of a single 

TP per test until successful TP detection was achieved across all three test samples. 

All TPs were tested with spodumene concentrate. TPH01, TPG01 and TPs made from  

CuCrZr alloy (2.1293) (TPM01 and TPM02) could not be tested  with nickel concentrate due 
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to the host material's limited availability . A calibrated Mettler Toledo XPR6UD5 balance, 

with a readability of 0.5 µg, was used to measure TP masses. 

5.2.2.3   Abundance and Distribution  

The physical distribution of the TPs within a commodity has significant implications for 

detection and sampling methodologies. If TPs segregate within the host material this could 

have a negative  impact on its potential application for traceability . For example, by surface 

deposition on  upper layers  or by gravitational segregation.  

TP distribution and any associated bias or variance as a result of dry and wet  application 

methods and the host material properties w ere evaluated on representatively collected  10 

to 20 gram  tagged samples  (in triplicate per TP and host material combination ) containing 

a TP dosage of 100 ppm ( 0.01%). These samples were placed in a petri dish  (90 mm 

diameter x 15 mm depth)  and the TPs were detected and counted as follows:  

1. Observations of the TPs over the entire sur face of the sample  within a petri dish by 

naked eye alone.  

2. The petri dish was divided into five areas ( Figure 9), and the digital microscope was 

used to count the number of TPs within each area under natural light and under 

excitation light . The petri dish was positioned so that one field of view per area was 

evaluated using the microscope.  The counting limit for TPs was also capped at 40 

TPs for this part of the test.  

 

Figure 9. Plan view of petri dish split into five areas.  

Additionally, as part of this test, samples were submitted for manual scanning electron 

microscopy (SEM) to assess external physical interactions between TPs and host materials. 

No reverse engineering, compositional analysis, or chemical analysis of TraceTagí« ~ª 

?sgª~®ª^gkí« ®racer particle  technologies was performed.  These tests were carried out on 

tagged samples prior to any  ageing  tests. The TPs and host materials used for this test are 

presented in  Table 6. 
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Table 6. Outline  of host material and the tracer particle combinations which were tested.  

Host Material  
TP 

Spodumene 
concentrate  

Mixed hydroxide 
precipitate  

Nickel 
concentrate  

(origin A) 
Black mass  

TPA01 Ṋ Ṋ - Ṋ 

TPA02 Ṋ Ṋ - Ṋ 

TPA03 Ṋ Ṋ Ṋ Ṋ 

TPA04 Ṋ Ṋ Ṋ Ṋ 

TPB01 Ṋ Ṋ Ṋ Ṋ 

TPG01 - - Ṋ - 

TPH01 - - Ṋ - 

Note: TP = tracer particle . 

5.2.2.4   Modified Flow Table Test  

Critical raw materials (CRMs), such as cobalt-contain ing nickel ore and spodumene 

concentrate , are transported around the world in bulk within vessel cargo holds.  When 

transported in bulk , some of these raw materials may be susceptible to liqu efaction or 

dynamic separation , especially if they contain a high moisture  content combined with a 

significant proportion  of fine particles . Liquefaction and dynamic separation may cause a 

vessel to become unstable  and in extreme circumstances, the vessel can capsize. Between 

2015 and 2024, liquefaction  accounted for 61.8% of the total bulk carrier loss of life 

(International Association of Dry Cargo Shipowners, 2025).  

To avoid liquefaction and dynamic separation from occurring during maritime 

transportation , the completion of Flow Moisture Point (FMP) and Transportable Moisture 

Limit (TML) testing is a mandatory requirement for cargoes susceptible to these 

phenomena . The International Maritime Solid Bulk Cargoes (IMSBC) Code (2025) outlines 

different methods that are in general use  for the determination of the FMP and TML. These  

are the Flow Table Test (FTT), the Penetration Test, and the Proctor/Fagerberg Test, as well 

as its various modifications . These laboratory tests are designed to exag gerate the 

conditions cargo may be exposed to during marine transportation by sea freight . As part of 

the MaDiTraCe project, the FTT was adapted to assess how TPs distribute themselves within 

host materials that are exposed to stimulat ed cyclic forces that represent vessel motion  (e.g., 

caused by wave action , currents, water density variability and prevailing winds ), compaction  

or engine vibrations.  

As part of these tests, 100 mm x 100 mm PMMA cubes were filled with  a host material and 

TP combination (at a TP dosage of 100 ppm ( 0.01%)) and were subsequently  sealed. These 

cubes were then firmly  secured onto the surface of  a flow table  and supporting  apparatus 

which are according to  ASTM Designation (C230 -68), see Figure 10. The PMMA cube was 

then raised and dropped up to 250 times through a height of 12.5 mm at a rate of 25 times 

per minute  for a continuous total test durat ion of 10 minutes.  Once the test was completed,  

TP distribution was  external ly evaluated by  making observations through  the PMMA cube . 

Once these were completed, i nternal evaluation using spears, as outlined in  section 5.2.1  
Preliminary Tests, was carried out.  This test was carried out in triplicate per host material 

and TP combination.  
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Figure 10. Flow Table Test apparatus and poly(methyl methacrylate) (PMMA) cube.  (a) Apparatus 
used for the test including PMMA cube and cuboid spear. (b) Sealed PMMA cube for the Modified 
Flow Table Test. 

For a selection of 3D printed TPs, which showed unique behaviours as part of this test when 

compared to the majority of TPs, the above outlined test method was repeated with  an 

increased total duration of 20 minutes  (up to 500 drops ). The TPs and host materials used 

for this test are presented in  Table 7. Certain material and TP combinations were not tested 

due to the limited availability of TPs and host material.  

Table 7. Outline of host material and tracer particle combinations which were tested  on the flow 
table . 

Host Material  
TP 

Spodumene 
concentrate  

Mixed 
hydroxide  
precipitate  

Nickel 
concentrate  

(origin A) 
Black mass  

TPA03 Ṋ  Ṋ  - Ṋ  

TPA04 Ṋ  Ṋ  - - 

TPB01 Ṋ  Ṋ  - - 

TPG01 - - Ṋ  - 

TPM01 - - Ṋ  - 

TPM02 - - Ṋ  - 

TPM03 Ṋ  - - - 

TPM04 Ṋ  - - - 

Note: TP = tracer particle . 
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5.2.2.5   Natural Ageing  

The time intervals between CRM mining and mineral processing can vary, ranging from days 

to years. These intervals can be driven by several factors such as operational constraints, 

strategic stockpiling due to price volatility , supply chain logistics, a mine being placed into 

care and maintenance or legal issues. The exposure of the CRMs to the atmosphere during 

these periods also varies according to factors such as storage location (from controlled 

warehousing to open -air storage ), diurnal and seasonal weather fluctuations , and ocean 

freight transit times  that can range from 15 days (East Asia to Western North America) to 50 

days (Europe  to Australia ) (WTA Group, 2026) . Geopolitical tensions  and conflict, which may 

arise suddenly,  can further disrupt and extend these transit windows (United Nations 

Conference on Trade and Development , 2025). 

Mineral commodities can be susceptible to rapid chemical and physical change during 

transit and /or storage via secondary processes such as oxidation  (Donnelly et al., 2023).  

Oxidation may also pose a risk to the integrity of any T Ps that have been added to a host 

material.  It was therefore  considered necessary to evaluate the behaviour of TPs under 

environmental conditions to determine their resilience and functionality.  

A natural ageing test  was devised, whereby  150 g samples of each host material  containing 

TPs (at a TP dosage of 100 ppm ( 0.01%)) were collected and placed into 229 mm x 305 mm 

polypropylene woven sacks . These woven sacks were partially folded,  and their mouths 

open ed with the aid of coated  wire. These bags were subsequently placed into Euro crates 

(Figure 11). 

 

Figure 11. Natural ageing samples mid -test. 

Note: Samples were placed on grated spill bunds to safely collect any rainwater containing leachate.  

With the exception of the black mass samples, the crates were placed in  an open and  

ambient environment within the courtyard of a secure AHK facility.  Black mass is typically 

transported within United Nations (UN) certified  flexible intermediate bulk containers 
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(FIBCs). These contain additional control and safety features such as impermeable inner 

liners and coated fabrics and  are typically stored within a sheltered environment (e.g. , a 

warehouse). All black mass samples used for  this test were placed into polypropylene bags , 

which were sealed and stored in a n isolated building  that was naturally ventilated.  Control 

samples of untagged host material were also included as part of the test.  

These samples were left for a duration of 60 days (1,440 hours) and then  taken to the 

laboratory for evaluation.  Further information o n the samples tested, the location, duration 

and climatic conditions experienced during the test  can be found in  Table 8 and section 

13.3.2 Natural Ageing and Photooxidative Ageing  (Appendix III) .  

Table 8. Outline of host material and tracer particle combinations for the natural ageing  test. 

Host Material  

TP 
Spodumene 
concentrate  

Mixed hydroxide 
Precipitate  

Nickel 
concentrate  

(origin A) 
Black mass  

TPA01 Ṋ Ṋ  - Ṋ  

TPA02 Ṋ  Ṋ  - Ṋ  

TPA03 Ṋ  Ṋ  Ṋ  Ṋ  

TPA04 Ṋ  Ṋ  Ṋ  Ṋ  

TPB01 Ṋ  Ṋ  Ṋ  Ṋ  

Note: TP = tracer particle.  

5.2.2.6   Photooxidative Ageing  

In contrast to the natural ageing test, which completely  exposes samples to the 

environment, the photooxidative ageing test prevent s precipitation from contacting  the in-

situ samples. This test was intended to assess the effect of sunlight more selectively  on 

samples in a ventilated environment . These conditions  simulate  alternative methods of the 

storage and transportation of CRMs  (e.g., sealed UN-certified bags  which may allow 

penetration of certain wavelengths of sunlight ). 

For this test, three 10 g samples of each host material and TP combination (at a TP dosage 

of 100 ppm ( 0.01%)) were placed into plastic petri dishes ( 90 mm diameter x 15 mm depth ). 

These petri dishes were then covered with individual lids, which were securely taped in 

place, before being placed under a cloche made of corrugated polyvinyl chloride (PVC)  

(Figure 12). Samples were left for a duration of 35 days (840 hours)  and then taken to the 

laboratory for evaluation . The TPs and host materials used for this test are presented in Table 

9. The location of the test is outlined in section 13.3.2 Natural Ageing and 

Photooxidative Ageing  (Appendix III) . 

 



D2.6 Artificial Fingerprinting for Mineral Traceability   

 

54 

Table 9. Outline of host material and tracer particle combinations which were tested  for  the 

photooxidative ageing  test. 

HM  
TP 

Lithium 
ore 

Spodumene 
concentrate  

Lithium 
carbonate  

Mixed 
hydroxide 
precipitate  

Nickel 
concentrat e 

(origin A) 

Black 
mass 

Natural 
graphite  

TPA01 Ṋ Ṋ Ṋ Ṋ Ṋ Ṋ Ṋ 

TPA02 Ṋ Ṋ Ṋ Ṋ Ṋ Ṋ Ṋ 

TPA03 Ṋ Ṋ Ṋ Ṋ Ṋ Ṋ Ṋ 

TPA04 Ṋ Ṋ Ṋ Ṋ Ṋ Ṋ Ṋ 

TPB01 Ṋ Ṋ Ṋ Ṋ Ṋ Ṋ Ṋ 

Note:  HM = Host material; TP = tracer particle.  

 

 

Figure 12. Photooxidative ageing samples mid -test. 

Note : Samples were placed on grated spill bunds in case of spillage.  

5.2.2.7   Artificial Climate Ageing  

Except for Antarctica, CRMs are extracted from every continent in the world . Through the 

value chain, CRMs may be subject to extreme environmental conditions and fluctuations.  

Mining  produce s CRMs in reg ions where temperatures fall below -50°C, such as at the 

Talnakh and Norilsk  nickel -copper -palladium -platinum -gold  mines in Siberia, Russia 

(Reuters, 2024), and in regions where temperatures approach   +50°C, such as at the 

Pilgangoora lithium -tantalum mine  in Western Australia  (Bureau of Meteorology, 2026 ).  

Fluctuations in environmental conditions are further influence d by localised conditions (or 

microclimates ) associated with certain  methods of storage and transportation . Using 

shipping containers as an example,  internal temperatures have been recorded to rise to 

approximately double external temperatures and elevated temperatures of 50 æ59.5°C can 

be sustained in these container s over several hours within a single  day (The German 

Insurance Association, 2026; Singh et al., 2012). Temperatures within these containers have 

also been recorded to reach as high as 70°C (Marquez et al., 2012). Humidit y extremes and  

fluctuations may also occur within shipping  containers , which have been recorded to swing 
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from  32% RH to 96% RH in less than 16 hours (Leinberger, 2006).  Conversely, in some 

locations, such as central Asia and Canada, continental climates can freeze mineral 

concentrates during storage and transport ation. 

Artificial climate ageing is a form of artificial ageing , which uses a climate chamber to 
control atmospheric parameters such as humidity, temperature, precipitation  or wind . This 
is a well-established method of artificial ageing in the field of materials science  (e.g., for 
the testing of polymers)  and allows for the artificial simulation of different climatic 
conditions  within a laboratory.  With the aid of a climate chamber and considering the 
different environmental conditions TPs may be exposed to, various tests were developed 
to evaluate the resilience of TPs under different artificially induced conditions . These tests 
are detailed in Table 10. 

¶ Short-term tests: Samples were subjected to a n eight -day (192-hour ) incremental 

thermal ageing test. The samples were maintained at controlled temperatures for 48 

h periods ; the temperature was increased by 10°C at the end of each period , starting 

at 45°C for the  first 48 h period and increasing to 55°C, 65°C and 75°C during the 

second, third and fourth 48 h periods , respectively. Two variants of this test were 

carried out : (a) 192-hour ageing under low relative humidity  (20% RH), and (b) 192-

hour ageing  under high relative humidity  (85% RH). These tests were completed for 

TPG01 in nickel concentrate  (from origins A and B) . 

¶ Medium -term test: Samples were subjected to a three -week (504-hour ) incremental 

thermal ageing test. The sa mples were maintained at a constant low relative humidity 

(10% RH) and exposed to weekly temperature increases  of 10°C, starting at  55°C for 

the first week and increasing the temperature to 65°C and 75°C during the second  

and third  weeks, respectively . 

¶ Long-term test: Ageing of samples at 40°C and 80%  RH for three weeks (504 hours), 

followed by ageing at å5°C for two weeks  (336 hours) to simulate the transport of 

CRMs from a high-humidity port (e.g. , a wet tropical climate) to a cold polar climate . 

The total test duration was five weeks (840 hours). 

¶ Targeted  tests: (a) TPM01 were subjected to 75°C and 85%  RH for five days (120 

hours) in nickel  concentrate,  (b) TPM01 were subjected to  75°C and 85% RH for 3 

weeks (504 hours) without any host material, (c) TPM01 were subjected to ageing for 

approximately one month (~720 hours) at temperatures ranging from 55°C to 75°C 

(85% RH) in nickel concentrate, (d) TPH01, TPH02 and TPH03 were subjected to 75°C 

and 85% RH for four days (96 hours) in nickel  concentrate , and (e) TPM03 were 

subjected to 75°C and 85% RH over a one -month  (720-hour)  period in nickel 

concentrate . 

 



D2.6 Artificial Fingerprinting for Mineral Traceability   

 

56 

Table 10. Outline of host material and tracer particle combinations for artificial climate ageing tests.  

   Host Material  
 
TP 

Spodumene 
concentrate  

Mixed 
hydroxide 
precipitate  

Nickel 
concentrate 

(origin A) 

Nickel 
concentrate 

(origin B) 
Black mass  

TPA01 ƴƶ ƴƶ ƴƶ - ƴƶ 

TPA02 ƴƶ ƴƶ ƴƶ - ƴƶ 

TPA03 ƴƶ ƴƶ ƴƶ - ƴƶ 

TPA04 ƴƶ ƴƶ ƴƶ - ƴƶ 

TPB01 ƴƶ ƴƶ ƴƶ - ƴƶ 

TPG01 - - ǒƺ ǒƺ - 

TPH01 - -  - - 

TPH02 - -  - - 

TPH03 - -  - - 

TPM01 - -  - - 

TPM02 - -  - - 

TPM03 - -  - - 

Note: TP = tracer particle. Symbols represent the following tests: Short -term low humidity ( ǒ) and 
high humidity ( ƺ), medium -term (ƴ), long-term (ƶ), and targeted ( ) tests. 

For each test, three 30 g samples of each host material and TP combination (at a TP dosage 

of 100 ppm ( 0.01%)) were collected and placed into glass vials. The vials were left open and 

were transferred  into a Thermotron SE1000 -3-3 Environmental Chamber  (Figure 13) for the 

test duration. The climate chamber was stabilised for 24 h at the  required test  parameters 

before each test commenced. Between changes of parameters as part of a single test (e.g., 

change of temperature) , samples were removed from the climate chamber and TPs 

examined. This process was carried out as swiftly as possib le to ensure the timely return of 

samples into the climate chamber to continue the test under the new set of parameters.  
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Figure 13. Thermotron SE1000 -3-3 Environmental Chamber . 

5.2.2.8  Transportation Test  

Raw material consignments are typically transported from diverse geographical locations 

using flexible intermediate bulk containers (FIBCs), standard shipping containers or as bulk 

cargo within the holds of ocean vessels. The scale of these shipments varie s significantly, 

ranging from several tonnes to upwards of 50,000 tonnes per consignment.  Conversely, 

significantly smaller quantities of these materials , ranging from several grams to tens of 

kilograms , are frequently transported globally for purposes distinct from commercial 

supply , such as analytical samples.  

Unlike industrial -scale transport, analytical samples are often dispatched via expedited 

logistical channels, including light commercial vehicles (LCVs) , heavy goods vehicles (HGVs) 

and air freight facilitated by  postal or courier networks. Consequently, the environmental 

conditions to which these samples are exposed during transit may differ  substantially from 

the conditions encountered in large -scale industrial shipping environments.  Samples 

containing TPs, especially i n situations where  the TPs contain covert PUFs or high encoding 

factors that can only be identified or deciphered using laboratory -based analytical 

techniques,  are likely to be sent through these expedited logistical channels . Therefore, 

there is a requirement to assess how TPs behave in these environments.  

For this transportation test, six 50 g samples of each host material and TP combination (at a 

TP dosage of 100 ppm ( 0.01%)) were prepared. Three of these samples were put into 100 

mm x 140 mm polypropylene self-seal bags and three samples were placed in heat -sealed 
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aluminium packets (Figure 14). Once all samples were prepared, these were dispatched 

pª~{ "6=í« headquarters s| Jªk«g~®Ï Q|s®ki =s|qi~{Ï ®~ 5P=í« rk^dquarters in Espoo, 

4s|z^|iÎ Prk «^{§zk« µkªk ®rk| §ª~{§®z· «k|® f^gy ®~ "6=í« rk^i©¯^ª®kª« and were 

evaluated under laboratory  conditions . During  this test, samples were exposed to 

transportation by  road and by air and associated transhipment  phases. The TPs which were 

tested as part of these tests are given  in Table 11. 

 

Figure 14. Example of prepared samples in a self -seal polypropylene bag (left) and a heat-sealed 
aluminium packet (right).  

Table 11. Outline of host material and tracer particle combinations which were tested as part of the 
transportation test . 

HM  
TP 

Spodumene 
concentrate  

Mixed 
hydroxide 
precipitate  

Nickel 
concentrate  

(origin A)  

Nickel 
concentrate  

(origin B)  
Black mass  

TPA01 Ṋ  Ṋ  - - Ṋ  
TPA02 Ṋ  Ṋ  - - Ṋ  
TPA03 Ṋ  Ṋ  - - Ṋ  
TPA04 Ṋ  Ṋ  - - Ṋ  
TPB01 Ṋ  Ṋ  - - Ṋ  
TPG01 - - Ṋ  Ṋ  - 

TPH01 - - Ṋ  Ṋ - 

TPM01 - - Ṋ  - - 

TPM02 - - Ṋ  - - 

TPM03 Ṋ  - - - - 

TPM04 Ṋ  - - - - 

Note:  TP = tracer particle; samples were dispatched in both polypropylene self -seal bags and 
sealed aluminium packets.  
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6  Results  

6.1  Preliminary Tests  

Preliminary test work identified two application methods: dry mixing using a riffle splitter 

and wet mixing using water and spraying TPs on a commodity using an atomiser.  All TPs 

were observed to block the aperture of several different commonly available spray 

atomisers and therefore this technique was discontinued. Dry mixing using a riffle splitter 

produced evenly distributed mixtures of TPs and commodities. Using a riffle splitter had a 

potential negative effect whereby TPs were observed to adhere to th e edges of collection 

trays. This was overcome by changing the rectangular trays to an oval bowl, thereby 

eliminating the edge effect of the trays.  

The only commodity that could not be dry mixed was black mass. This was due to its 

hazardous properties  and for health and safety reasons was discontinued. Instead, TPs for 

black mass applications were initially mixed with water and immediately poured evenly over 

the sample. The mixture was then thoroughly blended within a sealed plastic bag. Larger 

agglome rates formed from the addition of water were crushed within the bag and 

continuously mixed. These agglomerates were not weakly -bound such as those that 

typically appear in ores or mineral concentrates in the presence of moisture, and they 

required crushing  by hand with the aid of metal tools  Ý®rk· r^i ^ êµk^yë ¯|g~|ps|ki 

compressive strength of 5 MPa to 12.5 MPa). It is possible that the different application 

method required for black mass had an influence on the performance of the TPs tested on 

this host material, by causing TPs to agglomerate within the hard agglomerates, preventing 

their dispersion.   

Preliminary tests also revealed differences between the TPs detectability and how they were 

held within the host materials. The handheld supplier -provided and handheld and in -situ 

supplier -recommended detectors successfully detected TPs within all host mat erials.  

However, it was observed that TP size not only affected how clearly it could be observed 

through a microscope, but also how it was adsorbed onto the surfaces of the host materials. 

For example, TPA01, TPA02 and TPA03 appeared to adhere to spodumen e concentrate 

particles, whilst TPA04 was held in the voids between the particles. TPB01 were also held 

between the particles, and this effect was important as it revealed that TPs may migrate 

through the pore spaces ( Figure 15b), which may influence their detectability. MHP 

contained large agglomerates ( up to 15 mm; Table II-58) and TPs could be observed 

adsorbed to their surfaces ( Figure 15a).  In some cases, the TP had partially settled just 

beneath the surface of the agglomerates, with agglomerates almost absorbing the TP.  

The brownish yellow colour (10YR 6/6) of nickel concentrate was also a factor that affected 

detectability during the testing. The colouration of this concentrate made it difficult to 

observe TPA01, TPA02 and TPA03, but TPA04 was easily seen using the microscope 

because its red colour contrasted well against the brownish yellow colour of nickel 

concentrate ( Figure 15d). TPB01 was easily seen within host materials due to its 

polychromatic design. These preliminary observations were important in helping to 

understand how TPs would behave during different conditions.  
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Figure 15. Selection of images of tracer particles within different host materials prior to any principal 
tests. (a) TPB01 within mixed hydroxide precipitate under excitation light. (b) TPB01 within 
spodumene concentrate under natural light. (c) TPA04 within spodumene concentrate under 
excitation light. (d) TPA04 within nickel concentrate (origin A) under natural light. (e) TPA02 within 
black mass under excitation light. (f) TPA01 within mixed hydroxide precipitate under excitation light.  
(g) TPG01 within nickel concentrate (origin A) under natural light. ( h) TPH01 under excitation light  
within nickel concentrate (origin A).  
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6.2  Dilution  

Due to the confidential nature of the Molecular Ď P^qq^|® N·«®k{í« §kªp~ª{^|gk ªk«¯z®« 

provided by Microtrace, a high -level summary of the evaluation is presented below.  

The appearance of host materials was not altered following TP application ( Figure 16). 

Microtrace reported successful authentication of its Molecular Ď Taggant System across the 

evaluated host materials under laboratory proof -of-concept conditions. The evaluation 

demonstrated that host -material -specific analytical thresholds could be developed to 

support detection of dilution or adulteration. Performance  was influenced by host material 

properties and sample preparation. Detailed methodology, calibration data, and 

quantitative thresholds remain confidential.  

 

Figure 16. Photographs of a selection  of host materials dispatched to Microtr ace for testing  with 
?sgª~®ª^gkí« ?~zkg¯z^ªĎ Taggant System. (a) Graphite concentrate, (b) lithium carbonate, and (c) 
lithium ore.  The host material on the left of each image is untagged, while the host material on the 
right is tagged.  
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These results represent initial proof -of-concept indications using a standard, non -optimised 

formulation; in commercial deployment, the Molecular Ď Taggant System is engineered 

and optimised for each specific material, detection objective, and budgetary requirement, 

and material -specific development would be expected to substantially improve detection 

sensitivity. 

6.3  Minimum Effective Dosage  

The results of the minimum effective dosage test are summarised  in Table 12. The MED 

varied depending on the  TP size and the smallest TPs were detectable to the lowest tested 

dosage of 0.1 ppm (0.00001%) . 

Table 12. Summarised results from the minimum dosage test.  

TP PJ «sºk ÝȐ{Þ TP MED (ppm)  TP MED (%) 

TPA01 10å11 0.1 0.00001% 

TPA02 15 0.1 0.00001% 

TPA03 20 0.1 0.00001% 

TPA04 55å60 0.1 0.00001% 

TPB01 ~37å75 1.5 0.00015% 

TPG01 500 5 0.0005% 

TPH01 460 3 0.0003% 

TPM01 1430 250 0.025% 

TPM02 1410 100 0.01% 

TPM03 1430 200 0.02% 

TPM04 1410 100 0.01% 
Note: TP = tracer particle. The TP size corresponds to  the maximum length of each TP along its 
major  axis. 

6.4  Abundance and Distribution  

Summarised results of the TP abundance and distribution test are presented in  Table 13 

and Table 14. 

Apart from TPH01  and TPG01, no TPs were observed within any of the host materials by 

naked eye. All TPs were identified using supplier -provided or supplier -recommended 

handheld detectors . Using the digital microscope and u nder natural light, all TPs returned 

at least one TP from each of the five zones of the petri dish from triplicate samples  containing 

host materials of mixed hydroxide precipitate, nickel concentrate and spodumene 

concentrate . Black mass was the only host material in which  certain TPs (TPA01, TPA02 and 

TPA03) were not observed under natural light.  TPA04 in MHP was the most detectable TP  

and the only TP detectable in black mass under natural light . 

Under excitation light, all TPs returned at least one TP from  each of the five zones of the petri 

dish from triplicate samples from  all of the host materials (Table 14). The recorded taggant 

counts indicate that all TPs were significantly more detectable under excitation light 

compared to natural light. Despite the increased detection under excitation light, the host 

material type continued to have a significant influence on the observed TP abundance and 

distribution ( Figure 17 and Figure 18).  TPs were significantly less detectable in black mass 
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compared to other host materials, with a 21 å43-fold difference between counts of TPs in 

black mass compared to counts in other host materials.  

Table 13. Summarised results from counting tracer particles under natural light.  

Host 
Material  

TP  
Average number of TPs per area  

min max R Ȑ SD 

1 2 3 4 5 

Black Mass 

TPA01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 

TPA02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 

TPA03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 

TPA04 2.67 1.67 2.67 3.00 2.33 1.67 3.00 1.33 2.47 0.51 

TPB01 0.67 0.00 0.00 0.67 0.67 0.00 0.67 0.67 0.40 0.37 

Mixed 
Hydroxide 
Precipitate  

TPA01 2.00 2.00 1.00 1.67 2.00 1.00 2.00 1.00 1.73 0.43 

TPA02 2.00 1.33 2.00 1.67 1.67 1.33 2.00 0.67 1.73 0.28 

TPA03 2.00 1.33 0.67 2.67 2.00 0.67 2.67 2.00 1.73 0.76 

TPA04 40.00 40.00 34.33 40.00 40.00 34.33 40.00 5.67 38.87 2.53 

TPB01 16.00 15.67 10.00 22.33 22.00 10.00 22.33 12.33 17.20 5.12 

 
Nickel 

Concentrate  
(origin A) 

 

TPA03 5.33 5.67 3.67 5.33 5.00 3.67 5.67 2.00 5.00 0.78 

TPA04 3.00 4.67 2.67 4.00 5.00 2.67 5.00 2.33 3.87 1.02 

TPB01 2.00 3.00 1.00 2.33 2.33 1.00 3.00 2.00 2.13 0.73 

TPG01 2.00 1.67 0.33 4.33 0.67 0.33 4.33 4.00 1.80 1.57 

TPH01 2.67 2.33 0.67 1.00 1.67 0.67 2.67 2.00 1.67 0.85 

Spodumene 
Concentrate  

TPA01 4.00 3.67 3.67 6.33 3.00 3.00 6.33 3.33 4.13 1.28 

TPA02 5.00 2.67 3.33 5.33 2.67 2.67 5.33 2.67 3.80 1.28 

TPA03 2.67 1.67 1.67 4.00 3.00 1.67 4.00 2.33 2.60 0.98 

TPA04 12.67 9.33 7.00 10.33 13.00 7.00 13.00 6.00 10.47 2.48 

TPB01 1.00 1.33 1.67 1.00 1.67 1.00 1.67 0.67 1.33 0.33 

Note:  TP = tracer particle.  Each TP and host material combination was evaluated in triplicate; counting was 
stopped at 40, which represents the maximum possible value.  
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Table 14. Summarised results from counting tracer particles under excitation light.  

Host 
Material  

TP 
Average number of TPs per area 

min max R Ȑ SD 

1 2 3 4 5 

Black Mass 

TPA01 5.00 3.00 3.67 4.67 4.67 3.00 5.00 2.00 4.20 0.84 

TPA02 4.33 2.33 1.33 3.67 4.67 1.33 4.67 3.33 3.27 1.40 

TPA03 1.33 1.00 0.67 1.00 0.67 0.67 1.33 0.67 0.93 0.28 

TPA04 4.67 2.67 3.33 2.67 5.00 2.67 5.00 2.33 3.67 1.11 

TPB01 1.67 1.33 0.33 0.67 1.00 0.33 1.67 1.33 1.00 0.53 

Mixed 
Hydroxide 
Precipitate  

TPA01 40.00 40.00 40.00 40.00 40.00 40.00 40.00 0.00 40.00 0.00 

TPA02 40.00 40.00 40.00 40.00 40.00 40.00 40.00 0.00 40.00 0.00 

TPA03 40.00 40.00 40.00 40.00 40.00 40.00 40.00 0.00 40.00 0.00 

TPA04 40.00 40.00 40.00 40.00 40.00 40.00 40.00 0.00 40.00 0.00 

TPB01 31.00 23.33 19.67 6.33 24.00 6.33 31.00 24.67 20.87 9.10 

Nickel 
Concentrate  

(origin A) 

TPA03 40.00 40.00 38.00 40.00 39.00 38.00 40.00 2.00 39.40 0.89 

TPA04 6.67 7.33 7.67 12.00 12.67 6.67 12.67 6.00 9.27 2.83 

TPB01 9.67 7.00 6.00 9.67 9.33 6.00 9.67 3.67 8.33 1.72 

TPG01 3.00 2.33 1.00 5.67 1.67 1.00 5.67 4.67 2.73 1.80 

TPH01 3.67 2.67 1.67 2.33 3.33 1.67 3.67 2.00 2.73 0.80 

Spodumene 
Concentrate  

TPA01 40.00 40.00 40.00 40.00 40.00 40.00 40.00 0.00 40.00 0.00 

TPA02 40.00 40.00 40.00 40.00 40.00 40.00 40.00 0.00 40.00 0.00 

TPA03 40.00 40.00 40.00 40.00 40.00 40.00 40.00 0.00 40.00 0.00 

TPA04 35.00 38.67 26.67 37.00 38.00 26.67 38.67 12.00 35.07 4.90 

TPB01 6.00 4.00 3.67 3.00 2.33 2.33 6.00 3.67 3.80 1.39 

Note: TP = tracer particle.  Each TP and host material combination was evaluated in triplicate; counting was 
stopped at 40, which represents the maximum possible value.  
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Figure 17. Average tracer particle counts under excitation light grouped by host material.  

Note:  TPA01 and TPA02 were not evaluated in nickel concentrate; TPG01 and TPH01 were only 
evaluated in nickel concentrate.  
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Figure 18. Two standard deviation s as a percentage of the average tracer particle count from 
triplicate samples, grouped by host material.    

Note:  2 SD = two  standard deviations . TPA01å04 returned 2 SD (%) of zero within mixed hydroxide 

precipitate. TPA01 and TPA02 returned 2 SD (%) of zero within spodumene concentrate.  TPA01 and 

TPA02 were not evaluated in nickel concentrate; TPG01 and TPH01 were only evaluated in nickel 

concentrate.  

6.5  Scanning Electron Microscopy  

/´^z¯^®s~| ~p Pª^gkP^qí« ^|i ?sgª~®ª^gkí« TPs by manual SEM revealed host material 

particles can adhere onto  TP surfaces (Figure III-1). However, these interactions were 

superficial , and particle adhesion was  localised over parts of each TP only . TPs were readily 

identifiable under the scanning electron microscope . No other chemical or physical 

interactions between  the TPs and the host materials were observed.  

6.6  Modified Flow Table Test  

TPs obtained from TraceTag and Microtrace revealed even distribution within the 
commodities following 10 minutes of shock on the flow table ( Figure 19). TP distribution 
remained homogenous and there was no evidence of redistribution or clustering/pooling 
at the base or top of any of the host materials within the PMMA cubes following the 
procedure. Although segregation of agglomerates due to the test pro cedure occurred 
(Figure 19e and h), TPs remained homogeneously distributed. A homogenous distribution 
was also observed within the five spears of material that were extracted from within the cube 
(Figure 19gÏ p ^|i sÞÎ Prk PJ«í ^fszs®· ®~ ªk{^s| ik®kg®^fzk ¯«s|q k¶gs®^®s~| zsqr® µ^« ^z«~ 
unchanged by the simulated shock ( Figure 19b, e and h). 
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Figure 19. Tracer particle distribution in various host materials  before and after the modified flow 
table  test. (a) TPA04 in spodumene concentrate before the test, (b) TPA04 distribution in spodumene 
concentrate post -test, (c) TPA04 distribution in spodumene concentrate within PMMA tubes post -
test; (d) TPA04 in mixed hydroxide precipitate before the test, (e) TPA04 distribution in mixed 
hydroxide precipitate post -test, (f) TPA04 distribution in mixed hydroxide precipitate within PMMA 
tubes post -test; (g) TPA03 in mixed hydroxide precipitate before the test, (h) TPA03 in mixed 
hydroxide precipitate post -test, and (i) TPA03 TP distribution in mixed hydroxide precipitate within 
PMMA tubes post -test. Note the compaction of mixed hydroxide precipitate within the tubes in (f) 
and (i). All images were taken using excitation light.  

TPG01 were evenly distributed throughout the nickel concentrate.  TPG01 were detectable 

with the naked eye  (Figure 20). The TPís morphology and their  ability to be detected by UV 

excitation light was  not  negatively impacted  by the test . 
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Figure 20. TPG01 within nickel concentrate  (origin A) after the modified flow table test.  (a) Within a 
glass tube extracted from material from  the poly(methyl methacrylate) cube post -test. (b) TPG01 
under natural light  post -test. 

TPM03 and TPM04 TPs underwent gravitational segregation and migrated downwards 

through spodumene concentrate during the test (Figure 21). A magnet was used to 

successfully locate and recover the TPs following the test, and it was observed that 

^§§ª~¶s{^®kz· r^zp ~p ®rk g¯fkí« ´~z¯{k ~p {^®kªs^z r^i ®~ fk ªk{~´ki fkp~ªk ®rk PJ« µkªk 

all recovered ( Figure 21c). TPM01 and TPM02 also migrated downwards through the 

commodity during the test ( Figure 22), but not to the same extent as the stainless -steel TPs 

(Figure 21). 
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Figure 21. Modified flow table test with spodumene concentrate . (a) A single TPM03 tracer particle 
(TP) on the surface of the concentrate  at the start of investigation, (b) TPM03 TPs and magnet, (c) left: 
volume of spodumene concentrate remaining once all TPM03 TPs had been recovered using the 
magnet,  right: volume of spodumene concentrate removed to retrieve all TPM03 TPs, revealing the 
extent of their downward migration through the material during the test.  
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Figure 22. Modified flow table test with  nickel concentrate  (origin A) . (a) TPM01 tracer particles ( TPs) 
placed on the surface of the nickel concentrate at start of test, (b) position of TPM01 TPs  after 10 
minutes of shock, (c) position of two of the TPM01 TPs  after 20 minutes , revealing the outward and 
downward movement of TPs , (d) left: volume of nickel concentrate at which all TPM01 TPs had been 
recovered ; right: volume of nickel concentrate removed to retrieve all TPM01 TPs, revealing their 
downward migration through the material.  

6.7  Natural Ageing  

This natural ageing test focused on the commercial TPs from TraceTag and Microtrace. This 
test took place over 60 days (1,440 hours) in an outside environment. Some of the host 
materials provided indications of alteration or oxidation having taken place, i ncluding 
notable increases in the abundances of oxides and sulphates likely as a result of oxidation 
(e.g., in spodumene concentrate  (Figure II-7 and Table II-22) and nickel concentrate  (Figure 
II-13, Table II-41 and Table II-42)), increases in the abundance of undifferentiated phases 
possibly associated with secondary processes (e.g., MHP , see Figure II-22 and Table II-63), 
and the loss of the water -soluble minerals nickelhexahydrite and szomolnokite within nickel 
concentrate, due to leaching by rainwater (Figure II-13, Table II-41 and Table II-42) (Buckby 
et al., 2003; Karup-Møller, 1973). There were no observable differences in TP morphology 
or characteristics.  The TPs remained homogenously dispersed throughout the host 
materials, and rainfall did not appear to affect their presence or distribution. All TPs 
remained evenly dispersed and were observed clearly using excitation light ( Figure 23 and 
Figure 24). 
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Figure 23. A selection of tracer particles observed in spodumene concentrate using a digital 
microscope following the natural ageing  test. (a) TPB01 under natural light, (b) TPB01 under 
ultraviolet  excitation light, (c) TPA04 under natural light, (d) TPA04 under excitation light, and (e) 
TPA03 under excitation light. TPA03 was not visible under natural light in the spodumene 
concentrate.  
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Figure 24. A selection of tracer particles observed in mixed hydroxide precipitate using a digital 
microscope following the natural ageing test. (a) TPB01 under natural light, (b) TPB01 under 
ultraviolet excitation light, (c) TPA04 under natural light, (d) TPA04 under excitation light, (e) TPA03 
under natural light, and (f) TPA03 under excitation light.  

6.8  Photooxidative Ageing  

The photooxidative ageing investigation focused on the TPs provided by TraceTag and 
Microtrace. The test took place over 35 days (840 hours) and provided evidence of host 
material alteration or oxidation , which included observable mineral depositions and 
secondary recrystallisation within nickel concentrate  (these were not quantified analytically). 
There were no observable differences in TP morphology or characteristics. TPs remained 
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evenly dispersed throughout the commodities and their presence was not affected by 
exposure to sunlight. All TPs could be viewed clearly using excitation light ( Figure 25). 

 

Figure 25. A selection of tracer particles observed in spodumene concentrate using the digital 
microscope following the photooxidative test.  (a) TPB01 under natural light, (b) TPB01 under 
ultraviolet excitation light, (c) TPA04 under natural light, (d) TPA04 under excitation light, and (e) 
TPA03 under excitation light. TPA03 was not visible under natural light in spodumene concentrate.  

6.9  Artificial Climate Ageing  

The commercial TPs from TraceTag and Microtrace remained stable over the duration of 

the medium -term test (three 7 -day test periods at temperatures ranging from 55°C (week 

one) to 75°C (week three)) (Figure 26, Figure III-3 and Figure III-4). There were no 

observable differences in their performance, morphology or distribution even at the highest 
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temperature of 75°C (Figure 26e and f). Their appearance as part of long -term ageing tests 

(ageing over five weeks ; three weeks at 40°C and 80% RH, followed by two weeks at å5°C) 

also revealed no change in characteristics or morphology  (Figure III-3 and Figure III-4).  

The distribution and morphology of TPG01 TPs in two different nickel concentrates (origin 
A is shown in Figure III-6 and Figure III-7; origin B is shown in Figure 27 and Figure III-5) 
were observed to be stable over consecutive 48 h periods between 45°C and 75°C at low 
humidity (<20% RH) and at high humidity (85% RH).  There was evidence of tracer particle 
agglomeration ( Figure 27d, e and f), but the agglomerated TPs were either an artefact of 
the production process or observed behaviour of TPs pre -test (e.g., Figure 19g), and not 
because of temperature or humidity effec ts.  

TPM01 were observed to change colour, from metallic reddish -brown to a black tarnish on 

their surfaces (Figure 28b and c) when in the presence of air and moisture. TPM01 attracted 

fine particles and contained surface agglomerates ( Figure 28d), which made it difficult to 

locate them once they had been in the material for over five days. These TPs were only 

detectable after sieving and washing to remove the adhered particulates. TPM03 also 

revealed discolouration, presenting a black pitted sur face and degradation to their surfaces 

following one month  in contact with nickel concentrate ( Figure 29). Horizon 

?sgª~®kgr|~z~qsk«í PJ« ÝTPH) were observed to be stable over four days at 75°C and 85% 

RH in nickel concentrate (Figure 30).  There was no observable effect to their morphology 

or their ability to fluoresce in the presence of UV excitation light.  
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Figure 26. TPA04 and TPB01 tracer particles  in mixed hydroxide precipitate  using the digital 

microscope following the medium -term artificial climate ageing test.  Images of  tracer particles  in 

mixed hydroxide precipitate  following artificial climate ageing at 55°C for seven days with excitation 

light : (a) TPA04, (b) TPB01; subsequently at 65°C for seven days with excitation light : (c) TPA04, (d) 

TPB01; subsequently  at 75°C for seven days with  excitation light : (e) TPA04, (f) TPB01. The test was 

carried out at 10% RH. 
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Figure 27. TPG01 tracer particles in nickel concentrate  (origin B)  following the short -term high 
humidity artificial climate ageing tests.  Following ageing at  45°C over a 48-h period under  (a) natural 
light  and (b) ultraviolet (UV) excitation ligh t; subsequently at 55°C over a 48-h period  under  (c) natural 
ligh t and  (d) UV excitation light ; at 65°C over a 48-h period  under  (e) natural light  and (f) UV excitation 
light ; subsequently at 75°C over a 48-h period  under (g) natural light and (h) UV excitation light.  Tests 
were conducted at a humidity of 85% RH.  
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Figure 28. Changes to TPM01 following targeted artificial climate ageing and transportation tests . (a) 
TPM01 before experimentation, (b) TPM01 placed in a ceramic dish without any commodity and left 
in the test chamber for three week s at 75°C and 85% RH (targeted test) . (c) TPM01 removed from the 
nickel concentrate (origin A) following transport to Finland  and return to the United Kingdom in self -
seal polypropylene bags. The tracer particles were initially undetectable since they adhered to host 
material  particles , but were retrieved by sieving and washing, and (d) TPM01 from the surface of  the 
nickel concentrate (origin A) in the test chamber for approximately one month at temperatures 
ranging from 55 °C to 75°C (85% RH) (targeted test). 



D2.6 Artificial Fingerprinting for Mineral Traceability   

 

78 

 

Figure 29. Changes to TPM03 following targeted artificial climate ageing at 75°C and 85% RH over a 
one-month period in nickel concentrate (origin A).  (a) Face of TPM03 before experimentation (surface 
is not encoded), (b) slight degradation to a surface of TPM03 which was only in direct contact with 
nickel concentrate over localised areas, and (c) degradation in the form of a black pitted surface to a 
face of TPM03 which was entirely covered by nickel concentrate.  

 

Figure 30. Horizon Microtechnologies TPH01 tracer particles in nickel concentrate after artificial 
climate ageing for four days at 75°C and 85% RH. (a) In natural light and (b) under ultraviolet 
excitation light.  
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6.10   Transportation Test  

During the transportation test the distribution of the TPs provided by TraceTag and 

Microtrace did not show any evidence of redistribution within any host materials, even 

though some host materials  presented particle/agglomerate segregation . The TPs were 

homogenously distributed throughout the host materials, and they adhered to the  small 

and large  host material particles  or agglomerates  and did not segregate away from these 

at any point (Figure 31, Figure 32, Figure 33, Figure III-8 and Figure III-9). Although certain 

TPs formed localised agglomerations within parts of the black mass host material, this was 

not due to the transportation test but was  thought to be  related to the initial sample mixing 

procedure , where water was used to mix TPs due to health and safety concerns over dust 

production.  TPs were generally not strongly detectable within black mass , which was a 

broader result found with TPs mixed in this host material.  

With the exception of TPM01 and TPM02, all 3D printed TPs transported within 

polypropylene self -seal bags and vacuum-sealed foil packs showed no evidence of 

redistribution or changes in morphology or detectability ( Figure 34 and Figure 35). TPM01 

and TPM02 changed from metallic reddish -brown (5YR 5/4) to a dark reddish black colour 

(5YR 3/2), showing surface degradation, and affecting the printed micro QR code on TPM01 

in self-sealed plastic bags (Figure 28c). However, the micro QR code was largely unaffected  

when TPM01 and TPM02 were transported in vacuum -sealed packets (Figure III-10). 
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Figure 31. -s«®ªsf¯®s~| ~p PJ"¾Á s| {s¶ki r·iª~¶sik §ªkgs§s®^®k p~zz~µs|q ®ª^|«§~ª®^®s~| ®~ 5P=í« 
headquarters in Finland and return to the United Kingdom in self -seal polypropylene bags . Top:  Aå
E: Representative photographs of tracer particle (TPA03)  distribution through out the host material 
(from the top to the base of the bag ) as observed through  TraceTagí« ValiScan S3 detector. 



D2.6 Artificial Fingerprinting for Mineral Traceability   

 

81 

 

Figure 32. Distribution of (a) TPA01, (b) TPA02, (c) TPA03 and (d) TPA04 in mixed hydroxide 
§ªkgs§s®^®k ^« ~f«kª´ki ®rª~¯qr Pª^gkP^qí« ValiScan S3 detector following the transport ation  test. 
































































































































































































































